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FOREWORD

In February 1981 the US Army Corps of Engineers initiated a prototype test
program to provide guidance for floating breakwater applications in semipro-
tected coastal waters, lakes, and reservoirs. The test was designed not only
to obtain field information on construction methods and materials, connector
systems, and maintenance problems but also to measure wave transmission char-
acteristics, anchor loads, and structural response. Program planning, engi-
neering, and design work were completed in September 1981. Monitoring and

X data collection ended in January 1984.

The Office, Chief of Engineers (OCE), US Army Corps of Engineers, had over-
all responsibility for program management. Technical guidance was provided

\_a an u
. (

. %

throughout the program by the Prototype Test Working Group. The membership
of the group changed over the 4-year span of the program; however, all mem-
bers contributed to its successful completion. The following individuals com-
prised the Prototype Test Working Group: Messrs. Bruce L. McCartney, Jesse A.
Pfeiffer, Jr., Fred A. Anderson, and Ivar R. Paavola, OCE; Messrs. Robert M.
Sorenson, Richard L. Weggel, Rudolph P. Savage, and D. Donald Davidson,
Coastal Engineering Research Center (CERC) of the US Army Engineer Waterways
Experiment Station (WES); Mr. Paul F. Mlakar, Structures Laboratory, WES;

Ms. Laurie L. Broderick, formerly at CERC/WES; Mr. John G. Oliver, US Army
Engineer Division, North Pacific; and Messrs. A. David Schuldt and Eric E.

Nelson, US Army Engineer District, Seattle.

Additional guidance was provided by the faculty and staff of the University
of Washington, including Professors Eugene P. Richey, Billy J. Hartz, and
Ronald E. Nece and Mr. Derald R. Christensen. Guidance was also provided by
Dr. Volker W. Harms, University of California, Berkeley. Observations and
photographs of the marine flora and fauna that inhabited the breakwaters
were provided by two Seattle Aquarium biologists, Mr. Richard Hocking and

Ms. Kristine Nelson.
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PREFACE

The study herein was conducted between 5 February 1981 and 31 January 1985,
during which time personnel of the US Army Engineer District, Seattle (NPS),
had primary responsibility for carrying out the design, construction, and
testing phases. Analysis of the collected data was done by the Coastal Engi-
neering Research Center (CERC) of the US Army Engineer Waterways Experiment
Station (WES). The study was authorized by the Office, Chief of Engineers
(OCE), US Army Corps of Engineers, with overall program management responsi-
bilities being shared by Messrs. Bruce L. McCartney, Directorate of Civil
Works, OCE, and Jesse A. Pfeiffer, Jr., Directorate of Research and Develop-
ment, OCE.

The initial report, prepared for NPS, was written by Mr. Eric E. Nelson, NPS,
and Ms. Laurie L. Broderick, US Army Engineer District, Portland (formerly
with CERC). Commanders of NPS during the U-year study were Colonels Leon K.
Moraski, Norman C. Hintz, and Roger F. Yankoupe.

The final report was prepared for publication utilizing funds from Work

Unit 31679, "Design of Floating Breakwaters," by Mr. Peter J. Grace, Wave
Research Branch, CERC. The report was written under general supervision of
Dr. James R. Houston, Chief, CERC; Messrs. Charles C. Calhoun, Jr., Assistant
Chief, CERC; C. Eugene Chatham, Chief, Wave Dynamics Division; and D. Donald
Davidson, Chief, Wave Research Branch. This report was edited by

Ms. Shirley A. J. Hanshaw, Publications and Graphic Arts Division, WES.

Director of WES during publication of this report was COL Allen F. Grum, USA.

Technical Director was Dr. Robert W. Whalin.
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CONVERSION FACTORS, SI TO NON-SI (METRIC)
UNITS OF MEASUREMENT

Non-SI units of measurement used in this report can be converted to SI

(metric) units as follows:

Multiply By _
cubic feet 0.02831685
Fahrenheit degrees 5/9
feet 0.30u48
foot-pounds (force) 1.355818
inches 2.54
kips (force) 4.448222
knots (international) 0.5144444
miles (US statute) 1.609347
ounces (US fluid) 0.02957353
pounds (force) 4.448222
pounds (mass) 0.4535924
pounds (force) per foot 14.5939
pounds (force) per square foot 47.88026
pounds (force) per square inch 6.894757
slugs (mass) per cubic foot 515.3788
square feet 0.09290304
tons (2,000 pounds, mass) 907.1847

To Obtain

cubic metres

Celsius degrees or Kelvins®
metres

metre-newtons or joules
centimetres

kilonewtons

metres per second
kilometres

cubic decimetres

newtons

kilograms

newtons per metre

pascals

kilopascals

kilograms per cubic metre
square metres

kilograms

* To obtain Celsius (C) temperature readings from Fahrenheit (F) readings,

use the following formula:
ings, use: K = (5/9) (F - 3

C = (5/9) (F - 32)

2) + 273.15 .

To obtain Kelvin (K) read-
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- SUMMARY

The US Army Corps of Engineers (Corps) initiated the Floating Breakwater Pro-
totype Test Program with the following objectives: determining the most
efficient breakwater for a particular wave climate, predicting the forces that
act upon structures and anchoring systems, determining the optimum construc-
tions materials, and providing a low cost means of connecting or fendering the

individual concrete breakwater modules. This breakwater study involved the

VP S A AN Sy S P P S P T E—

testing of two types of breakwaters--a concrete box and a pipe-tire structure.
After they had been constructed and moored at an exposed site in Puget Sound,
the breakwaters were monitored for 18 months to collect data on performance

l and structural response.

Results of the program indicate that the breakwaters provided wave protection
which was similar to that predicted by model tests. However, anchor forces
and internal concrete strains were lower than predicted. None of the flexible

connector designs for the concrete breakwater survived undamaged, but both

- -

fendering and rigidly connecting the individual breakwater modules proved

successful. The pipe-tire breakwater proved to be durable; however, several
- of the longitudinal pipes broke as a result of faulty welds, and the break-
I water had to be removed from the test site 6 months ahead of schedule. The
- concrete breakwater was undamaged by the testing and was reused in a nearby

Corps marina project.

S

-

R S FLPUPRPLPARRFE L RILAREERE N e

vyt h
wn

St 1.

NI




PSS PLFRFMAEM A | &S

'

GEEED. &, 0 A 4 Yy e 1.

BRY I}

VANCOUVER CANADA

T UNITED STATES
BELLINGHAM

Q

#® MT. VERNON

ISLAND

VICTORIA

EVERETT

TEST SITE

% SEATTLE

B TACOMA

WASHINGTON

SCALE IN MILES
] [} s 10

~N-

FIGURE 1. Location Map




LA TS A RLUC ATRLAL R DAL Ul o A LS o AL atan i U AL APt fe e s et Seh et et Bt e s ion s s oo o ooy 7S SRR — AN

[ A

LSRR,

FLOATING BREAKWATER PROTOTYPE TEST
PROGRAM: SEATTLE, WASHINGTON

ok ¢
2

1.0 Introduction. This report documents a U4-year program in which two pro-
totype floating breakwater designs were extensively field tested. The break-
water test site was in Puget Sound off West Point at Seattle, Washington (fig-
ure 1). This site was chosen to ensure that, within the period available for
testing, wave conditions would approximate design waves normally associated
with sites considered suitable for floating breakwaters. Water depth at the
site varied between 30 and 50 ft* at mean lower low water (MLLW), and bottom

materials consisted of gravel and sand. The diurnal tide range at the site

5 Rt KT . CAMARAA (N

was 11.3 ft, and the extreme range was 19.4 ft.

{: The prototype structures that were built and monitored were of two types: a
' concrete box (figure 2) and a pipe-tire design (figure 3). The 150-ft-long
;; concrete breakwater was composed of two 75-ft-long units, each 16 ft wide and
i{ 5 ft deep (draft of 3.5 ft). The pipe-tire breakwater was composed of nine
'f; 16-in.-diam steel pipes and 1,650 truck tires fastened together with conveyor
Il belting to form a structure that was 45 ft wide and 100 ft long.

;; 2.0 Design and Construction. The concrete structure design was based on

%: field and design experience from numerous floating structures now in use,

i' available model test data, and detailed structural analysis of similar struc-

tures (references 1 through 4). The pipe-tire breakwater construction was
based on a Sea Grant funded design by Harms (reference 5) and modified based

on local site conditions and personal discussion with him. Other types of

!; floating breakwaters, such as log bundles, twin pontoons, and A-frames, were
- considered; but either high construction costs, lack of broad applicability,

- or overall test program budget limited testing to the concrete box float and

A the scrap tire structures. Also, because Coastal Engineering Research Center
!' (CERC) field studies (references 6 and 7) revealed that these two types of
2? breakwaters were commonly used, the Prototype Test Working Group felt that
.\.

~ * A table of factors for converting non-S$I to SI (metric) units of measure-
! ments is presented on page 4.
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FIGURE 3. Pipe-Tire Breakwater
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the concrete box and pipe-tire designs would be most promising for use in the

oW

future. Based on available design information, the breakwaters were sized to

»

provide acceptable wave attenuation under conditions typical of sites where

the future use of floating breakwaters is anticipated (i.e., significant wave
height, Hg = 2 to 4 ft , wave period, T = 2 to U sec). However, the struc-

2

]
.

Jry

tures and anchor systems were designed to withstand the maximum wave predicted
for the West Point site (Hg = 6 ft , T = 5 sec).

g

2.01 Concrete Breakwater Construction. The two 75-ft-long concrete break-

water units were cast in Bellingham, Washington, 90 miles from the test site.

o ey gy

.- Work on these units began with the erection of exterior plate steel forms.

Welded wire fabric (3/8 in. diam) were then placed on the sides, ends, and

bottom of the forms, with the top left open to allow placement of styrofoam

blocks during the concrete placement process. All small pieces of reinforc-

- ing steel were epoxy coated, and the welded wire parts were galvanized for

) corrosion protection. Prior to casting of the breakwater units, 16 rebar
strain gages were fastened into the deck, sides, bottom, and corners of the

_ west float as part of the monitoring system. The concrete placement began

- with pouring of the 4-3/4-in.-thick bottom. The styrofoam blocks that served
as the interior forms were then dropped into place (photograph 1). Two-by-

;t fours and PVC pipe were used as spacers to keep the reinforcing steel located

Z% properly between the styrofoam blocks and the outer steel plate forms. Steel

- beams were placed across the deck, and then wedges were hammered between these

beams and the foam to keep the foam from floating up as the sides of the float
were placed. After the sides of the floats had been placed to within 1 ft of

the deck surface, the spacers and steel hold-down beams were removed. The

deck reinforcing steel was laid, and the final stage of the concrete placement oy
- was begun (photograph 2). Placing and finishing of the deck completed the A.{“f
] casting process (photograph 3). Test samples of concrete were taken through- ..5'“
- out the placement. The concrete weight varied between 131 and 134 pef, with jfﬁ:i
= an average 7-day strength of 4,000 to 5,000 psi and a 28-day strength of 5,000 ;;QQZ
to 6,000 psi. After the concrete had cured for 7 days, the ten 1/2-in.-diam ':&*
strands in each of the six posttensioning tendons were tensioned to 25,000 1b T

(photograph U).

R AN

On 28 May 1982, the 140-ton units were lifted from the casting area and

s
(Yo
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lowered into the waterway (photograph 5). The longitudinal strain gages in
the lower center edges of the west float were monitored during the launch-
ing. A maximum strain of 1,700 microstrains was recorded, indicating that
loads were about two-thirds of the yield strength of the reinforcing steel.
After both units were launched, they were joined, end-to-end, with two
flexible connectors (photograph 6) and towed approximately 90 miles south to
the West Point test site. A detailed description of the concrete breakwater

construction is given in Appendix A.

2.02 Pipe-Tire Breakwater Construction. The pipe-tire breakwater was as-

sembled, one bay at a time, on a construction platform located adjacent to

a waterway. As each 12- by 45-ft bay was completed, it was moved into the
waterway (photograph 7). Construction of the breakwater followed closely the
sequence described by Harms (reference 5). The prefoamed tires were brought
to the assembly platform (photograph 8) where they were arranged as shown in
figure U4 but without those tires labeled "free tires" (i.e., tires not con-
nected to a conveyor belt). The matrix of 1,650 truck tires was bound by
loops of 5-1/2-in.-wide, 3-ply conveyor belting. A special tool fabricated
from a car jack was used to tighten the belting (photograph 9) before the
loop ends were joined with five 1/2-in.-diam by 2-in.-long nylon bolts. The
ends of the bolt threads were melted with a welding torch to prevent the nuts
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FIGURE 4. Pipe-Tire Breakwater Module
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from working off the bolts., After 12 rows of 11 tires had been fastened to-
gether, additional tires were forced into the open spaces (free tire spaces)
in the U5-ft-long beamwise row of tires.

The breakwater was then ready to have a 16-in.-diam styrofoam filled pipe in-
serted into the beamwise row. Because the tires were not perfectly aligned,

a nose cone was placed on the end of the pipe. The pipe was moved into place
with a large overhead crane and was shoved through the row of tires with a
forklift (photograph 10). A tight structure was produced by compressing one
additional tire onto each end of the pipe before the keeper pipes were in-

- stalled (photograph 11). This procedure brought the total number of tires on
'I each pipe to 66. The completed bay was dragged into the adjacent waterway by
using the overhead crane and a small tugboat (photograph 12). This process
was repeated for each of the eight bays (nine pipes). After construction pro-

cedures had been perfected, assembly time for each bay was approximately 8 hr
for two men. Adding the free tires, inserting the pipe, and moving the com-
pleted bay off the assembly platform required an additional two men and took

approximately U4 hr. Construction time was reduced by the use of heavy equip-

ment and the special tools fabricated by the contractor. A detailed descrip-

tion of the pipe-tire breakwater construction is given in Appendix B.

2.03 Anchoring. The concrete breakwater was anchored in place by ten
30-ft-long steel H-piles (HP 14 by 102) embedded their full length (photo-

graph 13). The pilings were driven using a Vulcan 010 hammer with a

CNTALN
10,000-1b ram weight and an 8,000-1b mandrel (photograph 14). A special kzzvh
<57
fitting was attached to the mandrel to hold the piling in proper alinement DN
while it was being driven. Anchor lines consisted of 1-3/8-in.-diam gal- e

vanized bridge rope with 15 to 25 ft of 1-1/4-in. stud link chain at each
end. Anchor line lengths were sized to provide a scope no steeper than

1 vertical to 4.5 horizontal, and initial anchor line tensions were 5,000

+ 1,000 1b. A 2,000-1b concrete clump weight was attached 44 ft from the
upper end of cach anchor line. The purpose of this design was to produce

a more even anchor line tension over the full range of tides and thereby

to reduce the horizontal excursions of the breakwater, particularly at lower
tide elevations. Four months prior to the termination of the ficld test,

the clump weights were removed. During this UY-month period, the effects of

"
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this clump weight removal on float motions, anchor forces, and wave attenua-

tion were monitored.

The pipe-tire breakwater was anchored about 30 ft from the end of the concrete
breakwater with ten 20-ft-long steel H-piles (HP 12 by 53) (photograph 15).
Anchor lines consisting of 1-1/4-in.-diam three-strand nylon rope, with 10 ft
of 3/4-in. stud link chain at each end, were attached to both ends of each

pipe. The scope for these anchor lines was not steeper than 1 vertical to

4 horizontal. The center and end H-piles had one anchor line each, while the
remaining four anchor piles were attached to three anchor lines apiece. The
four end pilings were offset at an outward angle to counteract the opposing
longitudinal component of force from the adjacent anchor lines. Anchoring

details are given in Appendix C.

3.0 Observations of Performance and Durability. The prototype breakwater

test site at West Point was selected because of its exposure to wind waves.

This choice proved to be more than adequate for providing the desired wave
conditions. During the 18-month test period, more than 20 storms moved
through Puget Sound. One storm brought winds in excess of 60 knots and
generated waves over 4 ft high. Most often, storm winds were in the 20-
to 40-knot range with wave heights between 2 and 3.5 ft (photograph 16).
Access to the breakwater was difficult when winds exceeded 10 knots;
15-knot winds made working conditions potentially hazardous.

Visual comparisons of incident and transmitted wave heights indicated that,

,.
. ’
XX

under all observed wave conditions, the pipe-tire and the concrete breakwaters
provided an adequate and very similar degree of wave protection for both wind
waves and boat wakes (photograph 17). Moreover, the concrete breakwater re-
fiected the wave energy, but the pipe-tire breakwater dissipated it through
viscous damping. As a result of wave reflection, the windward side of the
concrete breakwater was always noticeably rougher than the windward side of

the pipe-tire breakwater (photograph 18).

Overtopping of the concrete breakwater by ship wakes and wind waves was quite
pronounced (photograph 19). Sheet flow 6 in. deep was common. As a result,

a lush crop of algae thrived on the deck of the structure, making the surface

12 ﬁl:%ﬁ
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treacherously slippery. The actual freeboard of the concrete breakwaters was
about 13 in., 4 to 5 in. less than anticipated in the original design. The
reduced freeboard undoubtedly contributed to the amount of overtopping.

The relatively high initial tension in the anchor lines of the concrete break-
water (5,000 1b with the 2,000-1b clump weights attached and 1,500 1b without
the clump weights) appeared to minimize the lateral travel of the floats even
during low tides and fast tidal current flows (2 knots). Lateral displace-
ments were estimated to be less than 2 ft, even when the clump weights were

removed.

Lateral displacement of the pipe-tire breakwater did not appear excessive
(about 15 ft), but tidal currents running at a 45-deg angle to the anchor
lines tended to carry the pipe-~tire breakwater in a longitudinal direction
to the near end of the concrete breakwater, a distance of about 30 ft.

Water leakage into the hollow end compartments of the concrete breakwater was
a serious problem early in the test. Primary leak points were at the access

hatches and the 2-in.-diam posttensioning bolt holes that were used when mak-
ing the rigid connections between the two floats. Because calculations indi-
cated that the breakwater could sink if the end compartments filled, emergency
pumping operations were carried out on several occasions. Eventually, rework-
ing the hatch covers and filling the bolt holes with sealant reduced the leak-

age rate to manageable levels.

One of the major goals of the test program was to investigate various methods
of connecting (or fendering) the two 140-ton floats. Four different connec-
tion methods were tested: flexible connectors (two types), complete discon-
nection (with fendering), and rigid bolting of the units. Both the fendering
(photograph 20) and the rigid connection were successful. None of the flex-
ible connector designs survived their test period undamaged, although consid-
erable progress was made toward a viable flexible connection design. Details

of the connector testing are given in Appendix D.

Advantage was taken of calm periods to make repairs and to conduct additional

tests. Four boat wake tests and an anchor line stiffness (pull) test were
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conducted at various times in the program. For two of the boat wake tests,
41-ft Coast Guard cutters were used to generate waves (photograph 21). The
other two tests used large (75- and 110-ft) tugboats. Boat generated waves
were in the 2- to 3-ft range (see Appendix E for details). For the anchor

\ stiffness test, a 4,000-horsepower tugboat was used to pull on the breakwater

. Wwith varying loads, while surveying instruments measured displacements, and
load cells in the anchor lines monitored anchor forces (photograph 22). This
test was conducted to obtain simultaneous measurements of breakwater lateral
displacement and the resisting anchor force, which are properties of the an-

chor system that affect overall float motions and internal loads.

Upon completion of the field test, diver inspections of the anchor lines

and the concrete floats were made. No significant damage, wear, or cracking
was found on the floats. The galvanized steel anchor lines were visibly cor-
roded, and the shackles used to attach the clump weights to the anchor lines
were worn; otherwise, the anchor line hardware, including the chain, was found

to be in excellent condition.

For nearly a year, the pipe-tire breakwater proved to be remarkably durable,.
Except for minor repairs to the keeper pipes, it withstood the winter storms
of 1982 without any maintenance (photograph 23). But in June 1983, almost a
year to the day after the pipe-tire breakwater was installed, the first prob-
lem of any consequence developed. After a minor storm, routine inspection
revealed that one of the longitudinal pipes had broken (photograph 24). A
closer inspection revealed that the 45-ft pipe had been fabricated from a
LO-ft section and a 5-ft section. A poor weld between the two sections had
finally failed because of a combination of corrosion and fatigue, allowing the
two pipe sections to pull out of the tires. One month later, when a second
pipe failed in exactly the same manner, a decision was made to terminate test-
ing of the pipe-tire breakwater. During the removal process, the anchor lines
were inspected, and no major problems were found in the nylon anchor lines or
connecting hardware. After the breakwater was removed, it was surplused and
eventually reinstalled at a private marina in southern Puget Sound. Monitor-

ing of the long-term durability of this unit is planned.

While the Prototype Test Program was under way, two projects using floating

14
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breakwaters were designed and constructed by the US Army Engineer District,
Seattle. In 1983, a 600-ft-long breakwater was constructed for the 800-boat
East Bay Marina at Olympia, Washington (photograph 25). A year later, another
floating breakwater, 1,600 ft long, was anchored at Friday Harbor, Washington
(photograph 26). As originally planned, the prototype test breakwater was
refurbished and incorporated into the Friday Harbor Project. Throughout the
test program, information obtained from the construction and operation of

the prototype breakwater was used to refine the East Bay and Friday Harbor
designs. Preliminary prototype test data were used to confirm float sizing.
Construction specifications were broadened to allow the use of either light-
weight or standard weight concrete, with appropriate adjustments in float
draft. Details of the East Bay connector system were changed to reduce main-
tenance, and the Friday Harbor fender system is a direct spinoff of the one

developed during the prototype testing.

4.0 Data Collection. The monitoring program for the prototype test was con-

ducted by the Civil Engineering Department of the University of Washington
under contract with the US Army Corps of Engineers (Corps). The purpose of
the monitoring program was to collect data that would serve as a basis for
establishing and evaluating the fundamental behavior of the two breakwater
types under study. The University designed a system to measure and record
pertinent environmental and structural variables that are involved in the
design and mathematical modeling of the test breakwaters and similar struc-
tures. The parameters that were measured included incident and transmitted
waves, wWind speed and direction, anchor line forces, stresses in the concrete
units, relative float motion, rotational and linear accelerations, pressure
distribution on the concrete breakwater, water and air temperatures, and tidal

current data.

Off-the-shelf transducers for measuring many of the parameters were not avail-
able. A major effort was required to design and fabricate anchor force load
cells (photograph 27), wave measuring spar buoys, a relative motion sensor
(photograph 28), pressure sensor housings, and embedment strain gages. By the
end of the monitoring program, approximately 60 transducers had been installed
in and around the breakwater. Over 3 miles of underwater electrical cable

was required to feed signals to the onboard data acquisition system that was

15
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housed on the concrete breakwater (photograph 29). Using large lead-acid
batteries for power, the system was completely self-contained. In addition to
the input transducers, the system included a microprocessor controlled data
logger and special purpose signal conditioning electronics which were designed
and built by the University of Washington (photograph 30). The data acquisi-
tion system was programmed to sample selected transducers for 1 min on an
hourly basis (because of power and storage requirements, the system was later
programmed to take 1-min data every 2 hr). When either wind speed, current
speed, anchor force, or significant wave height exceeded a preset threshold
value, an 8-min record of all transducers was made at a sampling rate of U Hz,
The microprocessor was capable of a limited amount of data processing, includ-
ing calculations of maximum, minimum, mean, and standard deviation of selected
parameters. After each data tape was retrieved from the breakwater, it was
processed at the University. Selected statistics and data plots were analyzed
to determine whether all critical components of the data acquisition system
were operating properly. When problems were detected, repairs were made as
soon as the breakwater was safely accessible. Keeping this complicated and
extensive system operational in such a hostile environment proved to be a
challenging enterprise. 3Salt water flooded instrumentation, waves and tidal
currents broke transducers and tore out electrical leads, and logs, fish nets,
and other debris caused damage continuously. Despite these difficulties in
the 18 months of data collection, 121 data tapes were recorded, representing
approximately one-quarter billion measurements. After initial processing at
the University, the data were transferred to the Coastal Engineering Research
Center for detailed analysis. Details of the monitoring program are given in

Appendix F.

5.0 Data Analysis. Detailed analysis of the data was initiated in June 1984,

with the major effort being directed toward the transmission and anchor force
characteristics of the breakwaters. These two parameters had the highest pri-
ority because they were considered to be key factors in the effort to optimize
the cost effectiveness of floating breakwater design. Other parameters such

as the internal concrete strains and wave pressures were checked to ensure the

reliability of the data, but detailed analysis was deferred.

Figures 5 and 6 present the wave transmission characteristies and anchor line
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FIGURE 6. Peak Anchor Line Force versus Incident
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forces for the concrete breakwater. Results for the three configurations of
the concrete breakwater (rigidly connected with clump weights, rigidly con-
nected without clump weights, and flexibly connected without clump weights),

are represented by different symbols. For all three configurations the wave

e '.- . {I ll ,‘ ,' ,L" _‘. .l' -I' y

transmission coefficients (transmitted height/incident height) plotted in

figure 5 are centered on a value of 0.40. This value was near the expected

*
Al

LSRN

level of performance, and it indicates that this size breakwater would pro-

.

vide adequate protection for waves up to approximately 3 ft high. The peak

&

_
\

forces measured in the concrete breakwater's anchor lines are shown in fig-
ure 6. The anchor line forces increased only slightly with increasing wave
height and averaged approximately 40 1lb/ft of breakwater (in addition to the
initial tension). The various configurations of the concrete breakwater

seemed to have little effect on the peak anchor force. Figures 7 and 8 pre-

L e r Y S &
S SR

sent the wave transmission characteristics and the anchor line forces for the

¥ s

pipe-tire breakwater. The average wave transmission coefficient of 0.42 is

.,

close to the expected value for the wave heights tested (figure 7). The peak

LW

anchor loads for the tire breakwater shown in figure 8 average approximately
o 75 1b/ft. Again, as for the concrete breakwater, the peak anchor load does
not vary significantly over the range of wave heights measured during the
test.

The variation of transmission coefficient with wave period, typical of most
laboratory tests, does not appear in the prototype measurements. At the West

h SO

Point test site the generation of large wave heights and periods was limited

.

by the relatively short fetches, and the breakwaters were not subjected to

wave conditions that would produce high transmission coefficients. At the
lower end of the scale, waves and boat wakes up to 1 ft high occurred fre-

quently, even on the leeward side of the breakwater. This background noise

i PO

resulted in relatively high transmission coefficients for smaller wave
heights regardless of how well the breakwater was attenuating the incident

waves. These site-specific characteristics resulted in a concentration of

wave attenuation measurements around 0.40. Selection of the concrete break-

YR

—'
/
|.' .
N L
-7

L water size was based on two-dimensional model tests which indicated a trans- _£;i¥
Q' mission coefficient of 0.40 could be expected for a range of wave periods ;iiif
- RO S
}\, for 2.0 to 3.5 sec. Prototype performance appears to closely follow the BN
i] model test results, at least for this relatively narrow range of wave periods. x
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While the test site periods were limited, they do represent the most important

range for floating breakwater applications in semiprotected waters.

The measured wave loads on the concrete breakwater anchor lines were about
one-half of the predicted loads, but the predicted loads on the pipe-tire
breakwater were similar to measured values for wave heights less than 2 ft,.
The anchor line forces, plotted in figures 6 and 8, do not show the antici-
pated increase with increasing wave height. This lack of sensitivity to
wave height changes may result from a combination of factors. Anchor force
predictions for the concrete breakwater did not account for viscous losses.
These losses increase when larger waves break over the breakwater and when
the breakwater motion becomes more extreme. The anchor system for the pipe-
tire breakwater was much more compliant than those used in a previous proto-
type test or in model tests, and wave impact loads probably were absorbed
more readily by the prototype-test anchor lines than by those used previ-
ously. Finally, the random nature of the wind waves at the test site com-
plicates the correlation of the prototype test results with monochromatic
model test data. The data analyses and results are discussed in more detail
in Appendix G.

6.0 Conclusions and Recommendations. The following conclusions and recom-

mendations are based on test results reported herein and on field experience
gained during the test and concurrent construction of two Corps floating

breakwater projects in Puget Sound.

a. Wind generated wave heights measured at the test site compared

favorably with the predicted values (table 1).

b. Measured values of wave transmission for both the concrete and the
pipe-tire breakwater were similar to the predict  .alues (tables 2 and 3).
Both breakwaters provide satisfactory protection (transmitted wave of 1 ft

or less) for waves up to 3 ft high.
¢. For the concrete breakwater, measured values of anchor forces were

about 50 percent of the predicted loads if the long-period sway component of
the predicted value is ignored (table 2). The prototype test anchor force
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records do not show the long-period component that was present in previous
anchor line force measurements. The lack of this long-period force may be
due to the relatively high initial tension and rapidly increasing anchor
stiffness that was characteristic of the prototype test anchor system.

d. For the pipe-tire breakwater, the measured values of anchor forces
were similar to the predicted loads for incident wave heights less than 2 ft.
Comparisons of existing model test anchor forces and the prototype data set
are difficult because of differences between the model test anchor system
and the prototype anchor system.

e. Measurements from the strain gages embedded in the concrete break-
water indicated that bending moments were less than 50 percent of the pre-
dicted values (table 2). The highest strain was measured during the launch-
ing process. Loads encountered during launching and towing may govern struc-

tural requirements.

f. Most of the urethane foam flotation in the crowns of the tires of
the pipe-tire breakwater remained securely intact and in place throughout the
test. The durability of the foam was enhanced by the physical protection pro-
vided by the very stiff sidewalls of the truck tires. If more flexible auto-
mobile tires were used, the foam probably would be more vulnerable to damage.
In one year, the average foam weight increased 250 percent because of the
absorption of water. This absorption, combined with underfilling of tires
during the original construction, could have led eventually to buoyancy prob-
lems. The long-term water absorption rate of foam flotation remains a concern
and should be taken into account when flotation requirements are being calcu-
lated. The pipe-tire breakwater original design flotation requirement of
75-1b positive buoyancy for tires, other than those on the beamwise pipes,

probably is not overly conservative for long-term use.

g. The keeper pipes on the pipe-tire breakwater should be redesigned.
If a single U-in.-diam by 40-in.-long keeper pipe were welded in place, the
expensive 4-way cross coupler and 2-in. ID pipes which were vulnerable to
corrosion and loosening could be eliminated. Also, designers should consider

the potential for corrosion of all small metal parts such as cotter keys.
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> h. Although a number of the bolted connections had one or two broken
bolts, none of the connections failed. Binding the tires of the pipe-tire
breakwater with loops of conveyor belting and fastening the loops together
with nylon bolts appeared to produce a strong durable structure, providing the

bolt ends are melted and flattened to prevent the nuts from backing off.

i. The 16-in.-diam pipe for the pipe-tire breakwater should be used in
standard lengths to avoid welding. If welding is required, all welds should

be carefully inspected.

J. Construction cost of the prototype 150-ft-long concrete breakwater
was approximately $2,600 per linear foot (1981). 1In 1983, construction of a
1,600-ft-long breakwater of similar design (anchored in a similar depth) cost

$1,200 per linear foot indicating a considerable cost reduction.

k. Construction cost of the prototype test 100- by U5-ft pipe-tire
breakwater was $1,600 per linear foot (1981) including anchors. Uncertain-
ties in availability of used truck tires and in construction methods resulted

in this relatively high cost.
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TABLE 1
COMPARISON OF PREDICTED AND MEASURED WAVES

Pl Sk el bt ML B A

Significant Wave Height, H Wave Period, T

S

Wind Speed 1/ (ft) (sec)
(mph) Predicted Measured Predicted Measured
15 1.3 1.5 2.5 2.8
15 1.3 1.8 2.5 3.0
16 1.4 2.1 2.6 3.3
* 2/ -- 4.0 - 4.3
1/ Measurements of unlimited duration.
2/ No wind speed measurements obtained due to equipment malfunction.
TABLE 2
COMPARISON OF FIELD MEASUREMENT WITH PREDICTED
VALUE FOR CONCRETE BREAKWATER
Significant Wave Attenuation
. .. Peak Anchor Force Moment
WaveHHelght Coefficient, Ct (1b/ft) (ft-kips)
S Pre- Mea- Pre- Mea- Pre- Mea-
(ft) dicted sured dicted 1/ sured 2/ dicted 3/ sured
1.5 0.4 0.4 105 50 125 47
1.8 0.4 0.5 130 70 178 97
2.1 0.4 0.5 145 75 256 79
4.0 0.8 0.7 500 97 745 *y/

1/ Calculated
wave load acting
= 5.12T2 ; i.e.,
cent loss due to

using Miche-Rundgren method, neglecting sway load with

on a portion of the structure equal to the wave length, L
spatial correlation factor (SCF) = 1 ; also assumes 50 per-
viscous effects. (Neither the predicted nor the measured

*

anchor forces include either the anchor line pretension or long period loads
such as current drag.)

2/ Peak load calculated statistically assuming wave loads follow Rayleigh

distribution; F

peak defined as equal to the average of the 1 percent high-

est loads; F peak = F1% = 1.67 F significant .
3/ Heave moments calculated using FLOATX.
4/ No strain data available for H, = 4.0 ft .
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% TABLE 3 t k)
A
: COMPARISON OF FIELD MEASUREMENT WITH PREDICTED ﬁ;z{f
N VALUE FOR PIPE-TIRE BREAKWATER 1/ c3{3$
I'-i'..-("
‘ Significant Wave Attenuation !!!E“
Y WaveHHelsht Coerfé01ent Peak Anchor Force o
- s t (1b/ft)
; (ft) Predicted Measured Predicted 2/ Measured 3/
1.5 0.2 0.5 60 77
1.8 0.2 0.4 75 63
f 2.1 0.4 0.7 100 75
3 3.2 0.5 * 4y 250 134

1/ Neither the predicted nor the measured anchor forces include long
- period loads such as current drag. Anchor line pretension was negligible for
. the pipe-tire breakwater.

x 2/ From reference 5, figure U6.

X 3/ Peak load calculated statistically assuming wave loads follow Rayleigh

N distribution; F peak defined as equal to the average of the 1 percent high-

3 est loads; F peak = f1% = 1.67 F significant .

. 4/ No transmitted wave height data available for Hg = 3.2 ft .
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Photo 1. Starting concrete breakwater Photo 2. Placing concrete in
placement; internal foam blocks being sides and internal walls.
positioned.

Photo 3. Placing and leveling deck. Photo 4. Posttensioning of
concrete units.

Photo 5. Launching of concrete Photo 6. Joining units with
breakwater. flexible connectors.




Photo 7. Assembling pipe-tire break- Photo 8. Assembling a module.
water (Four modules are complete).

N
Photo 9. Tensioning of belting using Photo 10. Shoving steel pipe
a modified car jack. through tires (tires around pipes

not foamed).

RGN
2t T s,

)

Photo 11. Keeper pipes being secured Photo 12. Launching of pipe-tire
(welding of keepers required to breakwater.
prevent loosening).
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Photo 13. Photo showing H-pile with Photo 14. Anchor piles being
chain and steel rope attached (anchor driven at test site.
force cell in chain).

Photo 15. Final anchoring of break- Photo 16. Waves reflecting from the
waters at test site, concrete breakwater sending spray
20 ft into the air,.

Photo 17. Example of both break- reflecting from
waters providing good protection windward side of concrete float.
from storm waves.
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- Photo 19. 1.5-ft waves overtopping Photo 20. Concrete units in discon-
the concrete breakwaters. nected and fendered configuration.

Photo 21. U1-ft Coast Guard cutter Photo 22. 4,000 hp tugboat

:i: passing the breakwaters during a boat pulling on concrete breakwater to
A wake test. determine anchor line stiffness.

B

N
e

B

. Photo 23. Pipe-tire breakwater after Photo 24. A broken longitudinal
having weathered numerous storms. pipe pulling out of the tires.
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Photo 25. Photo showing the 16-ft- Photo 26. Test units after being
wide by 600-ft-long piling moored connected to the floating break-
breakwater at East Bay, Washington. water at Friday Harbor, Washington.

Photo 27. Underwater photo depicting Photo 28. Relative motion sensor
upper load cell in anchor line. being used during test of flexi-
ble connector.

Photo 29. Photo showing the deckhouse Photo 30. Photo showing two her-
that protected equipment from the metically sealed cases that housed
elements (wave buoy in foreground). the on-board computer.
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APPENDIX A

CONCRETE BREAKWATER: DESIGN, CONSTRUCTION,
OPERATION, AND MAINTENANCE

1.0 Design.
1.01
wave heights at the West Point test site were estimated using methods outlined
The test site location,

Wave Analysis. Prior to the designing of the prototype test structures,

in the Shore Protection Manual (SPM) (reference A-1).
effective fetch lengths, hydrographic data, and wind data are shown in fig-
The design

ures A-1 through A-6., Wave estimates are listed in table A-1.

wave with a height, Hy , of 6 ft and a period of 5 sec, was estimated to be
equal to the significant wave calculated for the maximum storm condition on
record (24 years). During the 18-month test period, storm conditions, with
A maximum wind speed of

On

winds over 20 mph, occurred on more than 40 days.
70 mph and a maximum wave height of 4 ft (4-sec period) were recorded.
one occasion, the wind speed continuously exceeded 35 mph for 24 hr.

1.02 Tides. Tides at West Point are typical of the Pacific coast of North
America. Tides are of the mixed type, with two unequal highs and lows each
day. The diurnal tide range at the site was 11.3 ft, and the extreme range
was 19.4 ft. Tidal datums for the West Point vicinity, as published by the

National Ocean Service, are shown in figure A-3.

1.03 Tidal Currents.
a southwesterly direction on the floodtide and in a northwesterly direction
Maximum cur-

In the vicinity of West Point, tidal currents flow in

on the ebb, with flood and ebb surface velocities about equal.
rent speed predicted by the National Oceanic and Atmospheric Administration
(NOAA) is 1.3 knots (2.2 fps), with average daily maximum speeds of 0.7 knots
(1.2 fps).
District, Seattle, on 20 April 1981. During this study, current speeds of
approximately 1.5 fps were measured during both ebbtide and floodtide. NOAA-
predicted currents for the time of the study, in the general vicinity of West
Point, were 0.9 fps on both the floodtide and ebbtide. Based on this infor-
mation, the maximum tidal current speed at the test site was estimated to

A site-specific field study was performed by U. S. Army Engineer

be 3.7 fps, and the average daily maximum speed was estimated to be 2 fps.
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MAXIMUM STORM CONDITIONS
By = 4.3 \\\\‘\\\\\
T, = 4.4
/////,,——”" PERCENT CALM: 16.3
WAVE ESTIMATES ARE BASED ON

MAXI'"JM STORM CONDITIONS SHORE PROTECTION MANUAL.
WIND DATA ARE FROM SEA-TAC
H, = 4.0 /,/’ WIND ROSE AND WIND DURATION
Tg = 4.2 CURVES FOR UNSHELTERED
/ / / COASTAL REGIONS OF PUGET SOUND.
A U U
I 1 & I 7 \
MAXIMUM STORM CONDITIONS PERCENT OCCURRENCE
Hy = 4.1 2 4 6 8 10 12
Tg » 4.1
MAXIMUM STORM CONDITIONS .
Bs - 6.9
Tg = 4.6 MAXIMUM STORM CONDITIONS
Hy = 6.0
Tg = 5.0
LEGEND
CHARACTERISTIC WAVE
H, (FT)
T4 (SEC)

UP TO B, = 1.0, Tg = 2.0

Hg = 1.0, Tg = 2.0 TO Hg = 2.5, Tg = 3.5

OVER Hg = 2.5, T, = 3.5

FIGURE A-6. Wave Rose for West Point, Washington
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? During the field test, current speeds were measured using a drogue and were f,w2§
3 found to be 1 to 2 fps. ig:g:
" :,::/:
. 1.04 Wind-Generated Currents. Since wind-generated and tidal currents can gv
3 combine their effects in producing drag forces on the breakwaters, the maxi- ;5%%;
ﬁ mum wind-generated current at the test site was estimated using the results ,&if>4
< of a recent NOAA study (reference A2). This study found that wind-generated Eﬁggﬁ

surface currents were approximately equal to 3 percent of the wind speed.

3 TG
.- Drag forces were estimated for the simultaneous occurrence of the design wind 'lf:j'
- ASas
‘- (47 mph) and the average daily maximum tidal current of 2 fps. The wind- }‘ﬁ}z
= generated current under these conditions is (0.03){(47 mpn) = 1.4 mph L

= 2 fps , yielding a total tidal and wind-generated current speed of 4 fps.

N
S
<
- 1.05 Pressure Drag Loading. Pressure drag on the concrete breakwater due to
: the wind, wind-generated surface currents, and tidal currents is as follows:
-
. a. Design wind speed, U , = 47 mph
b. Wind-generated current speed = (0.03)(U) = 1.4 mph = 2.0 fps
c¢. Tidal current speed = 2.0 fps
;: d. Total current speed, u , = 2.0 fps + 2.0 fps = 4.0 fps
L e. Wind pressure drag = negligible ;
f f. Pressure drag coefficient, Cp , = 2.0 (reference A-3)
: g. Breakwater draft = 3.5 ft
-; h. Density of seawater, o , = 2 slugs/f‘t3 fﬂffg

2

i. Hydraulic pressure drag = CD 9%— {Draft) (reference A-3)

112 1b/ft of breakwater length
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1.06 Estimated Wave and Anchor Loads. Loads on the concrete breakwater

were calculated in such a manner that they retained the same features ob-
served in previous field measurements (figure A-7). These forces are a
combination of short period wave forces superimposed on a long period sway
force. Wave forces were calculated using the Miche-Rundgren method for non-
breaking waves on a vertical wall with a design wave height of 6.0 ft and a
period of 5.0 sec.

For this design wave, the wave attenuation capabilities of the breakwater
would be decreased considerably because of the relatively long wave period.
The predicted wave attenuation coefficient, Ct , = H transmitted/H incident
= 0.9 would result in a 5.4-ft-high transmitted wave. Since wave energy is
proportional to the square of the wave height, approximately 80 percent of

the energy of the design wave would pass the breakwater.

Assuming 80 percent of the wave energy is transmitted past the breakwater
and 20 percent is reflected, and assuming no viscous losses, the maximum wave
loading was calculated to be 1,750 lb/ft of breakwater length (figure A-8).

The maximum sway force was calculated as being equal to 5 percent of the
structure displacement (180 lb/ft). This value was based on forces measured
on the breakwater at Tenakee, Alaska. When wave and sway forces combine, they
produce a total estimated load on the structure of about 1,930 1lb/ft of break-
water length for a 16-ft-wide structure with a draft of 3.5 ft (figure A-9).

Available information from model tests and from prototype observations (refer-
ence A-U) suggested that only a portion of the wave force, calculated by the
Miche-Rundgren method, is ultimately transmitted to the anchor lines. For
this reason, the load at the breakwater anchor line connection was set equal
to 50 percent of the wave induced force plus 100 percent of the sway force.
When the adjusted wave force was combined with the sway force, the total esti-
mated load was 1,055 lb/ft of breakwater, or about 40,000 lb on each anchor,
assuming an anchor line spacing of 37.5 ft. Tidal and wind-driven currents
contributed an additional pressure drag force of 112 1lb/ft of breakwater

length for a maximum force on each anchor line of 44,000 1b.

A-9
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WAVE DATA BREAKWATER DATA

Height = 6.0 ft Width = 16 ft
Period = 5.0 sec Freeboard = 1.5 ft
Length = 128 ft Draft = 3.5 ft

Water Depth = 55 ft

LANDWARD SEAWARD  LANDWARD SEAWARD  NETWAVE SWAY
ELEVAT P
L ION, 2 PRESSURE,P_ PRESSURE,Pg FORCE,F,  FORCE, Fg FORCE, Fygy FORCE, Fgy,y
(FT) (LB/FT2) (LB/FT2) (LB/FT) (LB/FT) (LB/FT) (LB/FT)
+1.5 210 - —_ — — 180
0 306 — - - — .
-35 488 78 1,777 31 1,750 —
Ht=54' Hi=60
[ el T, M e
2+t L 8= 16 J\\\
N | N Zx+1s
SWL -~ - N\ .
~ . . Z=0
< ‘—\ ~C P
~-~ N~
- P
PS%
¢ P Z--35
A -

- A

w

x LANDWARD SEAWARD

SIDE SIDE

\Q‘LW]

SECTION VIEW

FIGURE A-8. Estimated Wave Pressures and Forces on Concrete Breakwater

Transmission coefficient = 0.9
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WAVE FORCE
(1750 LB/FT TYPICAL,
SWAY FORCE = 5% DISPLACEMENT MAXIMUM CREST LENGTH
(180 LB/FT TYPICAL) 128 FT TYPICAL)
v v /¥ v vy v ¥
_i___' Xy y v y
[}
l - FLOATING BREAKWATER
——— CE— l
¢ 75°

PLAN VIEW, APPLIED WAVE AND SWAY FORCE

ON CONCRETE FLOATING BREAKWATER
NOT TO SCALE

DESIGN WAVE: Hs

NOTE: FORCES SHOWN ARE FOR 75' BY 5’ BY 16' FLOAT
WITH A DRAFT OF 3.5,

FIGURE A-9. Estimated Wave and Sway Force
on Concrete Floating Breakwater
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1.07 Predicted Wave Attenuation. The basic design of the concrete break-

water was adapted from the structure planned for a Corps of Engineers project
at Friday Harbor, Washington, but with modifications to accommodate the more
severe wave climate at the West Point test site. The test breakwater con-
sisted of two rectangular units, each unit being 75 ft long and 16 ft wide,
with a draft of 3.5 ft and a freeboard of 1.5 ft. The float dimensions were
selected to provide a wave transmission coefficient (Ct = Ht/Hi) of 0.4 under
design storm conditions for Friday Harbor (Hg = 2.7 ft , T = 2.6 sec). Wave
transmission characteristics of the floats were based on 1:10 scale model
tests conducted at the U. S. Army Engineer Waterways Experiment Station (WES)

(reference 2, main report).
2.0 Construction.

2.01 Construction Sequence. The two 75-ft-long concrete breakwater units

were cast in Bellingham, Washington, and towed approximately 90 miles south

to the West Point test site. Construction drawings for the concrete break-
water are shown in figures A-10 through A-17. Work on these units began in
May 1982 with the erection of the exterior plate steel forms on a special con-
crete pad. Three-eights-in.-diam welded wire fabric (WWF 12 x 4 - W12 x Wi2 )
was placed on the sides, ends, and bottom of the breakwater, with the top left
open to allow placement of styrofoam blocks during the casting process. The
extensive steelwork in the anchor hawser hole areas and around the post-
tensioning anchors required many man-hours of tedious wire tying. For cor-
rosion protection, all small pieces of reinforcing steel were epoxy coated,
and the larger pieces of welded wire fabric were galvanized. The concrete
placement for each unit began at 5:00 a.m., and by sunrise the 4-3/4-in.-
thick bottom had been completed. The styrofoam blocks which served as the
interior forms were then dropped into place. Wood two-by-fours and PVC pipe
were used as spacers to keep the mesh located properly between the styrofoam
blocks and the outer steel plate forms. Steel beams were placed across the
deck, and wedges were hammered in between the beams and the foam to keep the
foam from floating up as the sides of the float were placed. Some difficulty
was encountered in obtaining a satisfactory amount of concrete cover over the
steel while keeping wall thickness within tolerances. This problem was par-

ticularly pronounced in the transverse bulkheads. Placing of the sides of

A-13
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the float was done in three lifts of about 1 ft each. Handheld electric

NN |

vibrators were used to reduce the possibility of voids. After the sides of

v

P

the floats had been poured to within 1 ft of the deck, the spacers and steel
holddown beams were removed. The reinforcing mesh was laid on the deck, and

the final stage of the placement was begun. Final placing and finishing of

‘I..)A l"- "l "'

the deck were completed by midafternoon.

“

Test samples of the lightweight concrete were taken throughout the place-
ment. Concrete weight varied between 131 anc 134 pef, with an average 7-day
strength of 4,000 to 5,000 psi and a 28-day strength of 5,000 to 6,000 psi.
To obtain the required lightweight and high strength concrete, a good quality

lightweight aggregate was imported from Coalville, Utah (Utelite Corporation).
In addition, a wetting agent was used to increase workability while keeping
;. water-cement ratio down to 0.35. After the concrete had been cured for
ti 7 days, the ten 1/2-in.-diam strands in each of the six posttensioning tendons
, were tensioned to 25,000 lb (photos A-1 through A-12).

Next, hardware and fittings were added, including the battery box for the

onboard monitoring system, conduit for mounting the pressure sensors, lift-

ing eyes for launching the floats, and neoprene gaskets and cover plates to

seal the bolt holes that were used in rigidly connecting the floats. Several

truckloads of styrofoam were removed from the end compartments of each float.
;i These compartments were needed to provide a place for the data acquisition

system and to allow access for bolting the floats together. Entry to the

compartments was through watertight, flush-mounted hatches. On 28 May 1982,
the 600-ton derrick Haakon lifted the floats from the casting pads.

0
OOl

]\_" ettt et

During the lifting process, 11-ft-long steel bars were stowed and sealed in-
side the precast holes for use in rigidly connecting the floats later in the
test program. Then the floats were lowered into the adjacent waterway. The
longitudinal strain gages in the lower center edges of the B-float were moni-

tored during the launching, and a maximum strain of 1,700 microstrains was re-

corded, indicating that the loads were about two-thirds of the yield strength

7 e
A

of the steel reinforcing. After both units were launched, they were jJoined,
end-to-end, with two flexible connectors and towed to the West Point test site
with a 60-ft, 500-hp tug (photos A-13 through A-18).

ok v xXa2
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The two concrete breakwater units arrived at the test site on 1 July 1982.
Some difficulties were encountered in locating the buoys for the anchor lines,
and divers were required to retrieve several of the lines. Ten days was re-
quired to attach the 2,000-1b clump weights to the anchor lines and then con-
nect the 10 anchor lines (five on each side) to the breakwater., Final ten-
sioning of the anchor lines took place on 16 July when each of the lines was
tightened to 5,000 1b (£1,000 1lb).

2.02 Concrete Mixture Proportioning. Early design work on the test break-

water anticipated the use of standard weight concrete. During the job adver-
tisement, last minute calculations showed that additional reinforcing, re-
quired because of the severe test environment, had increased the weight of the
floats substantially. Either the float draft had to be increased, or the
float weight had to be reduced. Weight reduction by using lightweight con-

crete was chosen as the most expedient means of correcting the problem.

Test samples of the concrete were taken throughout the casting process for
both floats. Testing was done according to the following American Society for

Testing and Materials (ASTM) standards:

C 39-80 Standard Test Method for Compressive Strength
of Cylindrical Concrete Specimens

C 136-76 Sieve or Screen Analysis of Fine and Coarse
Aggregates

C 94-80 Ready Mix Concrete

C 138-77 Unit Weight, Yield, and Air Content
(Gravimetric) of Concrete

C 173-78 Air Content of Freshly Mixed Concrete by the
Volumetric Method

C 567-80 Unit Weight of Structural Lightweight Concrete

Results of these tests as well as other pertinent information are shown below:

Mix 8 sack, 130 pef TQVC%Q

Cement Type 1I, low alkali !;?
Aggregate Sand, pea gravel, and Utelite (see ::;2%:

aggregate test report, figure A-18) Q;:}:
Slump 6 to 8 in. T

(Continued)
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Q Air Content 6.1% - 7.3%; 6.6% avg.

r Water Cement Ratio 0.35

. Admix Zeecon - H, 7.0 0z/100;

MBAE -10, 4.5 oz/cu yd

o Unit Weight 131.0 - 134.5 pef; 132.6 pef avg.

é Weather and Clear, 55° - 75° F

‘, Temperature

~ Concrete Temperature 62° - 68° F

% 7-Day Strength 4,060 - 4,930 psi; 4,605 psi, avg.

- 28-Day Strength 4,846 - 6,540 psi; 5,722 psi, avg.

.g Post-Tension Grout 2,500 psi at 7 days

E; 2.03 Costs. Costs for the prototype test's concrete breakwater are presented
;i below. Also presented are costs for a longer breakwater (at Friday Harbor) of
_:, very similar design.

? Prototype Breakwater 1/ Friday Harbor Breakwater 2/
- 1981 1983

- Per Foot Cost Total Cost  Per Foot Cost Total Cost
- ($) ($) (%) $)

i Concrete Breakwater 1,913 287,000 1,01 1,618,000
\ﬂ Anchor System

3 (50-ft-Depth) __ 687 103,000 215 344,000
- Total 2,600 390,000 1,226 1,962,000
& 1/ 150 ft long.
- 2/ 1,600 ft long.
SN

¢

;7 3.0 Operation and Maintenance.

. 3.01 Freeboard and Qvertopping. The initial freeboard of the floats varied

f from 15 to 18 in. No additional ballast was required to trim the breakwater.
; After the anchor lines had been secured, the additional vertical anchor line
Z:E load lowered the freeboard to 13 in., 5 in. lower than originally desired.

:S The increased draft (and reduced freeboard) may have improved the wave atten-
b uation capabilities slightly, but the reduced freeboard undoubtedly caused

-
<.
L
F
.

A

an increase in the amount of wave overtopping. Incident waves estimated to
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be 2 ft high caused 6-in.-deep water to flow across the deck (photo A-19),

This made moving about on the rolling, slippery deck an extremely precarious

[APRIN E o

proposition (photo A-20). On more than one occasion, tools and equipment

were swept overboard, and lite vests were a standard dress item. In addi-

fLe

.o

tion, care had to be exercised in mooring the work boat to avoid swamping it

AN
_)'l'l'/f

At

with the water which ran off the leeward side of the breakwater (photo A-21).

L 4 "
i
P
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3.02 Float Motion and Accessibility. The relative motion between the break-

water and workboats which were tied up alongside resulted in some minor damage

[REAE MR

to the workboats. A 13-ft fiberglass skiff was carried up onto the center of
the breakwater by a tugboat wake. Tugboat wakes also swamped a 17-ft aluminum
workboat and knocked a 30-ft steel workboat against the breakwater, damaging
the boat's wheelhouse. When work was being done on the breakwater in rough
water conditions, the workboats had to be watched continuously to avoid damage
or swamping (photo A-21). Access to the moving deck of the breakwater from
the workboats required careful timing to prevent a person's falling into the
water or being caught between the boat and the breakwater. Measurements of

relative float motion (with the two breakwater units in the fendered, un-

connected configuration) were made during the first of the boat wake tests.
The maximum relative displacement was *9 in. vertically and *12 in. horizon-
tally. The wake was about 2 ft high with a 2.5-sec period (see Appendix F

for details).

3.03 Leakage. Aside from damage done to the various connectors (discussed
in Appendix D), the concrete structure survived the test period undamaged;
however, water leaking intc the end compartment provided a few anxious mo-
ments. The leaks occurred at the entrance hatches and at the through-hull
Dywidag bolt holes. The hatches were designed to be flush with the deck to
facilitate the future use of the floats in the Friday Harbor Marina project.
Unfortunately the hatches were the low point of the deck, and faulty seals
turned the hatches into drains for overtopping waves. Quick calculations
indicated that the floats might be negatively buoyant if the end compart-
ments were filled with water, and on two occasions emergency pumping oper-
ations were carried out to avoid field verification of the buoyancy calcu-
lations (photos A22 and A-23). Leaks also developed where the neoprene

gaskets sealed the twenty 1-3/U-in.-diam bolt holes cast into the end of
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each float. Eventually the hatch seals were reworked and made watertight,
and the bolt holes were sealed with injected urethane foam and plumbing

corks.

3.04 Debris Effects. On several occasions, storms, accompanied by extreme

high tides, produced large amounts of floating debris. Logs as large as small
automobiles were found on the breakwater deck one day and were gone the next.
While the logs took their toll of monitoring instrumentation, no damage to the
floats themselves was attributed to debris (photo A-24).

3.05 Structure Durability. A visual inspection of the concrete breakwater,

including a diver inspection of the sides and bottom, revealed only minor
cracks and chips in the concrete. There were some very small 1-in.-diam chips
in the vicinity of hawse pipes on the bottom of the floats, probably a result
of the unanchoring and reanchoring exercises carried out at various times in
the field test. The wood fenders and bull rails showed considerable wear and
tear by the end of the test period and had to be replaced when the breakwater

was salvaged for reuse at the Friday Harbor Marina.

3.06. Environmental Effects. When the prototype test program was initiated,

no adverse impacts to fish and wildlife were anticipated. The breakwater
was expected to have an artificial reef effect and attract various types of
marine life. The breakwater did prove to be a popular habitat for many spe-
cies of marine plants and animals which attached to the bottom and sides of
the floats. The cover and food supply provided by the breakwater attracted
numerous perch and rock fish. Sea birds, such as gulls, auklets, western
grebe, and sandpipers, also took up residence on or around the breakwater.
In October 1982, U4 months after the breakwater was first anchored at the
test site, a brief biological assessment was made by marine biologists from
the Seattle Aquarium. Mussels (Mytilus edulis) were found to cover 20 per-

cent of the bottom and 98 percent of the sides of the floats. Barnacles
(Balanus sp.) covered 80 percent of the float bottom but were nearly nonex-
istent on the sides. Tunicates (Corella willermeriana) were numerous (ap-

proximately 5/sq ft) as were hydroids (Qbelia longissima) and amphipods

(Caprella equilibria). Many nudibranchs (Dorid sp.) also were found. As

described earlier, the West Point site is subject to swift currents and
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heavy wave action, and the breakwater developed a marine life community rep-
resentative of many other exposed rocky areas in Puget Sound.

SAS
(2
~

Sl
A

Some additional information on the design, construction, and use of concrete
breakwaters is provided in references A-5 and A-6.
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APPENDIX A
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TABLE A-1
WAVE ESTIMATES FOR WEST POINT TEST SITE

Effective Wind Wind Wave Wave
Fetch, Feff Duration, td Speed, U Height, HS Period, TS
Direction (mi) 1/ (hr) 2/ (mph) 2/ (ft) 3/ (sec) 3/

North 9.0 1.7 36 4.3 4.y

35 4.1 by

30 3.5 k.o

25 2.8 3.6

20 2.2 3.2

12 1.2 2.4

South 6.8 1.2 52 6.0 5.0

50 5.8 4.9

4o 4.2 4.3

30 3.1 3.7

25 2.5 3.4

20 1.9 3.0

12 1.1 2.2

Southwest 4.9 0.9 50 4.9 4.6

4o 3.8 4.1

30 2.8 3.5

25 2.2 3.1

20 1.7 2.7

13 1.1 2.2

West 3.3 1.1 50 4.1 4.1

4o 3.3 3.7

30 2.3 3.2

25 1.9 2.9

20 1.5 2.6

15 1.1 2.2

Northwest 6.3 1.3 38 4.0 .2

35 3.7 4.0

30 3.0 3.7

25 2.5 3.3

20 1.9 2.9

12 1.1 2.2
IS,
1/ Effective fetch calculated with an arc width of *U5 deg. t_-j-":«':-:
2/ The wind speed duration curves used were developed from Seattle-Tacoma :'}f';-'_“:-
Airport records. Iy
3/ The wave theory used was the Sverdrup-Munk-Bretschneider (SMB) method NN
(reference A-1). k’
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Photo A-1. Forms being erected for Photo A-2. Reinforcing steel being
casting a 75- by 16- by 5-ft float. placed in the forms,

Photo A-3. Reinforcing steel being Photo A-4. Blocks of styrofoam

installed around hawse pipes and chain being checked for proper fit.
locker.
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Photo A-5. Styrofoam being lowered Photo A-6. Steel angles, 2 by U's,
after bottom of float was placed. and PVC pipe being used to keep
styrofoam located properly.
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e Photo A-7. 3/8-~in. welded wire fabric Photo A-8. Fabric being placed

L being laid on the deck. carefully in corner areas (crossed
rebar strain gages near center of

" photo).

Photo A-9. Placing and finishing the Photo A-10. Using a broom to
deck. create a nonskid surface.

Photo A-11. Taking concrete samples Photo A-12., Preparing for post-
(done throughout the placement). tensioning.
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Photo A-13. Photo depicting original Photo A-14. Pressure transducer
battery box and access hatch to mounting locations being verified.
equipment compartment.

Photo A-15. Photo showing 600 cu ft Photo A-16. A large derrick lift-
of styrofoam that was "mined" from the ing one of the 140-ton floats.
end compartments of each float.

Photo A-17. 11-ft-long bolts being Photo A-18. Rubber patches being
stowed inside one of the floats for
later use.

glued over the bolt holes (later
covered by steel angles).
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. Photo A-19. Waves overtopping the low

deck (13-in.) freeboard allowing con-
siderable wave overtopping.

R oy

- Photo A-21.
a work skiff.

Overtopping waves swamping

A N N

Photo A-23. Pumping out another end
compartment (the deck is nearly
awash).

A-34

Photo A-20. Work continuing
cautiously on the slippery,
rolling deck.

v e R

Photo A-22. About 3,000 gallons
com-

being pumped from ah end
partment after a storm.

Photo A-24. Photo showing type
of debris which washed across
the deck.




APPENDIX B

PIPE-TIRE BREAKWATER: DESIGN, CONSTRUCTION,
OPERATION, AND MAINTENANCE

1.0 Design.

1.01 Waves and Tidal Currents. For design calculations, wave, tide, and wind

conditions were assumed to be identical for both the pipe-tire and concrete
breakwaters. (See Appendix A, paragraphs 1.01 through 1.04 for a discussion
of anticipated design conditions.)

1.02 Pressure Drag Loading. Pressure drag on the pipe-tire breakwater due to

the wind, wind-generated surface currents, and tidal currents was calculated

as follows:
a. Design wind speed, U , = 47 mph
b. Wind-generated current speed = (0.03)(U) = 1.4 mph = 2.0 fps
¢. Tidal current speed = 2.0 fps
d. Total current speed, u, = 2.0 fps + 2.0 fps = 4.0 fps
e. Wind pressure drag = negligible
f. Pressure drag coefficient, Cp , = 0.65 (reference B-1)

g. Breakwater draft = 3.3 ft (40 in.)

h. Density of seawater, p , =2 slugs/f‘t3
u2
i. Hydraulic pressure drag = Cp 25- (Draft)

35 lb/ft of breakwater length
(reference B-2)
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1.03 Estimated Wave and Anchor Loads. Mooring loads for the pipe-tire

breakwater were calculated for the 6-ft, 5-sec design wave using an empirical
equation based on prototype data taken at the US Army Corps of Engineers
Coastal Engineering Research Center (CERC) (reference 5, main report). As
recommended by the originator of the pipe-tire design, the calculated anchor
force was increased by 70 lb/ft as an added safety factor for design purposes.
The resulting mooring load, due to waves, was estimated to be about 500 1lb/ft
of breakwater length (figure B-1). Current drag was estimated to be 35 1lb/ft,
producing a total of 535 lb/ft of breakwater, or a maximum design load of

about 6,000 1b on each of the nine (12 ft on center) anchor lines.

1.04 Buoyancy Calculations. During the design process the buoyancy of the

pipe-tire breakwater was calculated from the difference between the total
buoyant force and the weight of the breakwater with its mooring system at-
tached plus the vertical component of the load on each anchor line. The
styrofoam filled 16-in.-diam pipes contributed approximately 40 1lb of buoyant
force per linear foot of pipe. The other major source of buoyancy was the
urethane foam in the crowns of the tires, anticipated to be 75 1b per tire for
880 tires. The weights used for buoyancy calculations were (1) 15 1b per tire
for 1,650 tires (submerged weight), (2) 11 1b per tire for sediment and bio-
fouling, (3) 1,540 1b for submerged anchor lines, and (4) 13,000 lb for total
vertical component of anchor load with design wave loading and wind/tidal cur-
rent force applied. The buoyant force and weights combined to produce a cal-

culated net positive buoyancy of about 16,000 1lb.

2.0 Construction.

2.01 Construction Sequence. Construction of the pipe-tire breakwater began

in late March 1982 (see figure B-2 for construction drawing). The 1,650 truck
tires required for the job were brought to the contractor's workyard where
they were arranged into rows and held in a vertical orientation by two U by
4's running parallel to the rows. A hole was drilled in each tire to allow
the water to drain, after which a two-part urethane foam was sprayed into the
crown of 880 tires (see figure B-2 for foam specifications). The tires were
assembled into bays on a construction platform located adjacent to a waterway.

As each bay was completed, the breakwater was moved (one bay at a time) into

B-2
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the waterway. Construction of the breakwater closely followed the sequence
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described by Harms (reference 5, main report). A forklift brought the tires
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to the assembly platform where they were bound by loops of 5-1/2-in.-wide,
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3-ply conveyor belting. A special tool fabricated from a car Jack was used

to tighten the belting. Holes were cut in the belting with another special
tool, and the belting was fastened with five 1/2-in.-diam by 2-in.-long nylon
bolts. The ends of the bolt thread were melted with a welding torch to pre-
vent the nuts from working off the bolts. After 12 rows of 11 tires each

had been fastened together, additional tires were forced into the open spaces
(free tire spaces) in the U5-ft-long beamwise row of tires using a device nor-
mally used for driving sheetpiling. The breakwater was then ready to have a
16-in.-diam by 45-ft-long, schedule 40, pipe inserted into the beamwise row.
This pipe was chosen because the 16-in.-diam was the largest standard size

that would readily fit inside the 20-in.-diam rim of the truck tires. How-

ever, the maximum standard length of this size pipe is 40 ft. The specified
length of 45 ft resulted in structural failures which are discussed in para-
graph 3.01. Because the tires were not perfectly aligned, a nose cone was
placed on the end of the pipe which was moved into place using a large over-
head crane and then shoved through the row of tires with the forklift. To
produce as tight a structure as possible, one additional tire was compressed
onto each end of the pipe before the keeper pipes were installed. (This
brought the total number of tires on each pipe to 66.) The completed bay
was dragged into the adjacent waterway using the overhead crane and a small
tugboat. This process was repeated for each of the eight bays, with launch-
ing of the completed breakwater taking place on 29 April 1982 (photos B-1 to
- B-21). After construction procedures had been perfected, assembly time for
each bay was approximately 8 hr for two men. Adding the free tires, insert-

ing the pipe, and moving the completed bay off the assembly platform required
l; an additional two men and took approximately 4 hr. Construction time was con-
siderably reduced by the use of heavy equipment and the special tools fabri-
. cated by the contractor. The pipe-tire breakwater was the first of the test
structures to be moored at the test site. Hookup of the anchor lines was

relatively simple and was completed on 21 June 1982 (photo B-22).

2.02 Costs. Costs for the prototype test's pipe-tire breakwater are pre-

sented below:
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Cost per Total
Linear Foot Cost
($) ($)
Pipe-Tire Breakwater (100 ft) 930 93,000
Anchor System 640 64,000
Total 1/ 1,570 157,000

1/ Cost per square foot was $35.00.

3.0 Operation and Maintenance.

3.01 Field Observations. After only 3 days at the test site, five of the

tire retaining keeper pipe assemblies on the end of the U5-ft-long pipes had

worked loose. A close examination revealed that wave action was causing the

tires on the steel pipe to roll back and forth around the axis of the pipe.
The end tires rubbed against the keeper pipes and eventually unscrewed the

pipes from the cross couplers. By the time repairs were made, over 20 indi-
vidual keeper pipes were missing, but because the tires were held together by
the conveyor belting and since each pipe had an anchor line which prevented
the tires from escaping, the structure was not in danger of failing (or losing
tires) in the relatively light summer winds. The solution to the problem was
to lift the ends of the 16-in. pipes out of the water, to replace the 2-in.
keeper pipes and cross couplers, and then to weld the keeper pipes in place.
Throughout the winter of 1982 the performance and durability of the pipe-tire
breakwater were observed closely. Wave attenuation appeared to be similar to
that of the concrete breakwater (photos B-23 and B-24). Wave action tended to
compress the tires on the pipes, somewhat reducing the effective width of the
breakwater (photo B-25), and diffraction around the ends of the breakwater was
obvious, particularly in aerial photographs of the test site. The low profile
of the tires made visibility of the breakwater very difficult from a distance.
Often the large amount of debris that collected on top of the tires was the
most visible part of the structure (photo B-26). While the visual aesthetics

of the tire breakwater were debated, marine life in the area did not seem to
object to its presence. Harbor seals and sea birds readily appropriated the
above water portion of the breakwater as a convenient refuge, while the tires
provided a habitat for mussels, barnacles, and numerous species of fish under-

water. A dense growth of kelp (Nereocystis luetkeana) attached to the nylon

B-6
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anchor lines. The upper portion of the anchor lines became heavily covered
with diatoms, hydroids, mussels (Mylitis edulis), and the red alga

(Neoagardhiella). Pile perch (Rhacochilus vacca) and striped surfperch

(Embiotoca lateralis) resided near the surface by the tire reef. There were

both adult and young of the year of these species present. The undersides of

many tires were heavily covered with barnacles (Balanus glandula), but the

mussels seemed to be mainly on the tire beads (the inner rims). Inside the
casings, some barnacles grew along with the jingle shell (Pododesmus cepio)
and a translucent tunicate (Corella wilmeriana) (photos B-27, B-28,

and B-29).

Even though the breakwater had hundreds of bolted connections that were being

flexed continuously, the only maintenance performed during the winter storm

period was to one keeper pipe assembly. This repair lasted through the win-
ter, but by April 1983 the keeper pipe was completely gone; and the tires
began falling off the end of the pipe and sliding down the anchor line. A
switch in wind direction caused most of the tires to work their way back onto

the pipe, and a makeshift repair was made (photo B-30).

Up to this point, all of the damage was relatively minor and could be re-
paired onsite. The first serious damage occurred during a storm on 9-10 June
1983. This storm caused one of the 16-in.-diam pipes to break at a point ap-
proximately 5 ft from one end (photo B-31). The short 5-ft section sank, but
the long L4O-ft section was recovered. Both sections remained attached to
their respective anchor lines. An inspection of the break revealed an edge
that had been prepared for welding but which had been only partially welded.
The weld failed, and the pipe sections parted. On 12 July 1983, a second pipe
broke, lost its styrofoam flotation, and sank before it could be recovered.
On 19 July 1983, the tire keeper pipes on the north side of the center pipe
failed, and the pipe was protruding approximately 20 ft to the south

(photo B-32). The 45-ft-long pipe was still intact, and both anchor lines

were holding.

The two 45-ft-long pipes which broke were located adjacent to each other on
the west end of the tire breakwater. This situation permitted a considerable

amount of wave transmission through the gap between the concrete float and the

B-7
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tire breakwater; consequently, any wave attenuation data collection while the

breakwater was in this condition was suspect. Also, since only the center

’- 4 a A & &

pipe anchor lines were instrumented with anchor load cells, failure of the
retaining pipe on the north side of the center pipe complicated interpretation
of anchor force readings. The high probability that no meaningful data were
being collected prompted a decision to remove the breakwater to prevent fur-
ther deterioration.

ROt e s, 4 2o

< On 5 August 1983, after U414 days of testing, the pipe-tire breakwater was re-

Y
*. e

moved from the West Point test site. Four Corps personnel disconnected the
breakwater in approximately 3 hr. The breakwater was towed 3 miles from the
test site to the Lake Washington Ship Canal by a Corps workboat (31 ft,

300 hp). The tow required 6 hr, even though tidal currents were relatively
minor (photo B-33).
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3.02 Posttest Inspection. On 12 August 1983 an inspection of the tire break-

water was conducted.

- The short 5-ft sections of the two broken 16-~in.-diam pipes were recovered.
Both showed evidence of a complete, but poor, ring weld (photo B-34). The
U45-ft pipe was found to have been constructed from two pieces of pipe (40 and
5 ft). Corrosion and continual flexing led to eventual failure. While the
breakwater was being removed from the test site, the application of minor lat-
eral loads inadvertently broke three more 16-in.-diam pipes. All the breaks
'2 occurred at exactly the same welded joint, 5 ft from the end of the pipe.

~ Ten conveyor belt connections were inspected. Eight of the connections,
which use five 1/2- by 2-in. nylon bolts, had one or more broken bolts. Only
those connections on the perimeter of the breakwater were accessible for in-
< spection. Two bolt patterns were used in fastening the belting together,

but no conclusions regarding their relative performance could be drawn
(photos B-14 and B-15).

[ P
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One conveyor belt section showed evidence of heavy wear, with approximately

AUCNAAANY

25 percent of the material worn away. Otherwise the conveyor belting was in

i

excellent condition (photo B-,5).
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" The beads of many of the tires that encircled the pipes had worn down to the ,
; wire reinforcing. The loose wire was found wrapped tightly around the 16-in.
< pipes. The wear on the beads did not appear to weaken the tires signifi-
. cantly. The surface of the 16-in. pipe was pitted, but corrosion was not
3: severe enough to compromise the structural integrity. The reinforced portion
'E of the pipe where the anchor line connection was made showed very little wear.
»
None of the cotter keys that secured the anchor line clevises were made of
M stainless steel. All were corroded and could often b: broken off by hand.
: Some pitting of the clevises was noted.
. Of the 14 keeper pipes on the seven remaining 16-in. pipes, four had partly
5 failed, and two had failed completely. Several of the 2-in.-diam keeper pipes
" were badly corroded, particularly in the vicinity of the threads at the cross
;: coupler.
.i The urethane foam flotation was removed from four tires. The samples were
3 weighed immediately and then dried for several months and reweighed
- (photo B-36). The displaced volume of each sample was then measured to allow
. a calculation of foam density. Foam flotation data are presented in the table
E below. ;
’; Dry Wet Saltwater Volume Densitg i
- Sample Weight Weight Displacement 3 (1b/ft7) N
: Number _(1b) (1b) (1b) (ft”) Dry Wet
‘ 1 1.1 3.4 28.5 0.42 2.7 8.2
- 2 0.8 1.8 20.5 0.31 2.6 5.9
. 3 0.8 2.4 18.6 0.28 2.9 8.5
y 1.9 4.3 21.8 0.33 5.7 13.1 -7
Average 1.2 3.0 22.4 0.34 3.5 8.9 o
-i Based on this information the actual flotation provided by each foamed tire :_5f
; was far lower than the desired 75 lb. The fact that the breakwater did not sf
:f appear to have flotation problems can be accounted for by a lack of any silta- E:it%j
&3 tion (original estimate was 11.0 lb/tire for sediment and biofouling) and much &;;;&
Y lower than anticipated anchor line forces. (The actual vertical component of EE;E;ﬂ
the anchor line load was approximately 20 percent of the original design 5
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estimate.) With these two corrections to the buoyancy calculations, the re-
serve buoyancy of the breakwater was 5,000 to 10,000 lb even if each of the
880 foamed tires provided only an average of 22.4 1lb of flotation.

Additional information on the design, construction, and use of floating tire

breakwaters is available from references B-3 through B-6.
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B-3.

B-4.

B-5.
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Photo B1. Truck tires (1,650) being Photo B-2. Closeup showing hole
prepared for assembly of the pipe- for draining water from tires.
tire breakwater.

Photo B-4, A fork 1ift moving
tires to the assembly platform.

Photo B-3. Photo depicting urethane
foam that was sprayed into the tires.
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Photo B-5. Placing the first row of Photo B-6. Belting being placed
11 tires (note belting around center around the first row of tires.
3 tires).
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Photo B-8. Belting being shoved
through the tire row on a wood
plank.

Photo B-7. Center tires of two
adjacent rows being joined with
belting.

Photo B-10. Close-up of device

Photo B-9. A device, fashioned from
for tightening belting.

an auto jack, being used to tighten
belting.

Photo B-12. Holes being drilled
in belting (locking pliers

Photo B-11. Marking the hole pattern
on the belting.
holding belting in place).
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Photo B-13. Closeup showing a punch- Photo B-14. Melting the ends of SRR
shaped bit used to make heoles in the the 1/2-in.-diam nylon bolts .
tires and belting. (note 2-1-2 bolt pattern). 8

Photo B-15. Photo depicting 3-2 bolt Photo B-16. Closeup showing bolt

pattern used for the majority of which fastened the belting to the

connections. tires (all such bolts broke, with
no adverse consequences).

Photo B-17. Photo showing two bays of Photo B-18. Free tires being
tires after being assembled on the shoved into the beamwise row prior
platform. to insertion of the pipe.
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Photo B-19. Styrofoam-filled pipe Photo B-20 Securing the keeper
, being shoved through a beamwise row pipes.
E of tires.

g Photo B-21. Launching of completed Photo B-22. Pipe-tire breakw..rer
- pipe-tire breakwater. in position at the West Point test
B site.
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Photo B-23. 1.5-ft-high waves washing Photo B-24. Photo showing the
o onto the pipe-tire wave breakwater. wave attenuation capabilities
2 of the breakwaters to be equal.
3
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Photo B-25. Wave action compressing Photo B-26. Photo illustrating
the tires on the pipes. low visibility of the pipe-tire
breakwater during bad weather.

: Photo B-27. Harbor seal resting on Photo B-28. Birds resting on the
- the tires (note kelp attached to pipe-tire breakwater.
- anchor lines).

Photo B-29. Underwater photo showing Photo B-30. Photo showing keeper
how the inside of the tires provided pipe repair which prevented addi-
an excellent habitat for mussels. tional tires from falling off.
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Photo B-32.

The center pipe pro-

Photo B-31. A 45-ft pipe pulling out

after breaking at a welded joint.

Photo B-33. The tire breakwater
being removed from the test site
on 5 August 1983.

-

Photo B-35.
of worn belting (approximately
20 percent).
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Photo depicting a loop

truding from the breakwater after
failure of keeper pipes.

fres

Photo B-34.

Photo showing a
clearly broken 5-ft section of
pipe indicating an incomplete
weld.

Photo B-36.
tion after being removed from
a tire.

Urethane foam flota-
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APPENDIX C

ANCHOR SYSTEM: DESIGN, CONSTRUCTION,
OPERATION, AND MAINTENANCE

1.0 Anchor System Design.

1.01 Original Design Assumptions. Design anchor line loads for both the

concrete breakwater and the pipe-tire breakwater were calculated for the
design wave condition of Hs =6ft, T=5sec combined with tidal and
wind driven current of U fps. The total estimated maximum anchor loads
were 44,000 1b per anchor for the concrete breakwater and 6,000 1b per
anchor for the pipe-tire breakwater.

1.02 Description of Concrete Breakwater Anchor System. The concrete

breakwater was anchored in place by ten 30-ft-long steel H-piles (HP 14
by 102) embedded their full length (photo C-1). Anchor lines consisted
of 1-3/8-in.-diam galvanized bridge rope with 15 to 30 ft of 1-1/lU-in. stud
link chain at each end (photos C-2 and C-3). Details of the concrete break-

water anchor system are shown on the construction drawings in figure A-11.

The bridge rope anchor line was chosen because, when combined with an
anodic corrosion protection system, it appeared to be a cost-effective de-
sign if maintenance over a 50-yr life is taken into account. The prototype

test breakwater anchor lines did not have anodes attached because of the
short test duration. For the design conditions, the steel H-piles were
considered the most suitable type of anchor for this project because the
cost of steel pile anchors was considerably less than alternatives such as
gravity (concrete block) or ship-type (stockless) anchors, and the conse-
quences of dragging a gravity or ship-type anchor over either a sewer out-

fall lying to the north or a cable area to the south were potentially very

serious.

Anchor line lengths were sized to provide a scope no steeper than 1 vertical

to 4.5 horizontal. Actual catinary measurements of the concrete breakwater's

anchor line No. 7 were made by divers during the test program. Results of

these measurements are shown in figure C-1. Positioning of the four corner
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H-pile anchors at a 5-deg inward angle was designed to provide resistance to

longitudinal displacement of the breakwater.

A 2,000-1b (submerged weight) concrete clump weight was attached U4 ft from
the upper end of each anchor line. The purpose of this design was to produce
a more even anchor line tension over the full range of tides and thereby to
reduce the horizontal excursions of the breakwater, particularly at lower tide
elevations. Initial anchor line tensions were 5,000 * 1,000 1b. In September
S 1983, the clump weights were removed for the last 4 months of testing to de-
termine how their absence would affect float motions, anchor forces, and wave
attenuation. Initial (i.e., ambient) anchor line tensions dropped from

5,000 1b to approximately 1,500 lb after removal of the clump weights.

1.03 Description of Pipe-Tire Breakwater Anchor System. The pipe-tire break-

water was anchored alongside the concrete breakwater with ten 20-ft-long steel
H-piles (HP 12 by 53). Anchor lines consisting of 1-1/U-in.-diam, three-
strand nylon rope with 10 ft of 3/4-in. stud link chain at each end were at-
tached to both ends of each 16-in.-diam pipe (photo C-U4). The scope for these
anchor lines was no steeper than about 1 vertical to U4 horizontal. The center
and end H-piles had one anchor line each, while the remaining four anchor
piles were attached to three anchor lines apiece. The four end pilings were
offset at an outward angle to counteract the opposing longitudinal component
of force from the adjacent anchor lines. Details of the pipe-tire breakwater

anchor system are shown on the construction drawing in figure A-11,

1.04 Laboratory Tests of Anchor Lines. Prior to the installation of the

breakwaters at the West Point test site, the specified breaking strength of
the anchor lines was verified in laboratory tests conducted at the University
of Washington's 2.4-million-pound Baldwin testing machine (photo C-5). The
1-3/8-in.-diam steel rope failed in the center of the test specimen (at a load
of 204,000 1b), 29,400 1lb above its rated strength of 175,000 lb. Elongation

of the 10-ft-long test specimen, when the break occurred, was 1.8 percent.

The socket that was attached to each end of the test rope was the same type

used on the concrete breakwater's anchor lines.

The 1-1/U-in.-diam nylon rope was available in two stiffnesses: soft lay and

c-3
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hard lay.
dry and wet (1-month soak in fresh water). The table below shows the breaking

Ten-foot-long test specimens of each stiffness were tested both

strength and elongation at failure. Only the hard lay test specimen had a
breaking strength greater than the required 37,500 1b (photo C-6). The hard
lay breaking strength was nearly 25 percent greater than that for the soft lay
for the dry test specimens. Soaking the test specimens in water reduced the
breaking strength by 14 percent for the hard lay and 10 percent for the soft
lay. In June 1984 an 11-ft-long section of one nylon anchor line was recov-
ered from the test site to determine the effects of wear and aging. This rope
was tested by the U. S. Army Engineer Waterways Experiment Station, Structures
Laboratory. Two of the three strands broke 3 ft from one end at a load of
27,000 1b, with an elongation of 65 percent at maximum load. The original
stiffness of this test specimen (hard or soft) could not be determined.
Depending on its original stiffness, the breaking strength of the used anchor
line was reduced by either 19 percent (soft lay) or 32 percent (hard lay).

Test Maximum Load Elongation

Specimen (1lb) (%)
Hard Lay, Dry 45,900 Ly
Hard Lay, Dry 46,600 46
Hard Lay, Wet 39,750 Ly
Soft Lay, Dry 37,450 40
Soft Lay, Dry 36,800 45
Soft Lay, Wet 33,400 33

2.0 Anchor System Installation.

2.01 Foundation Conditions. Prior to final selection of West Point as the

prototype test site, an investigation of the foundation conditions at the site
was made. In April 1981, a drill barge was used to take bore samples at five
locations near the proposed anchor pile positions (photo C-7). The investiga-
tion found that the anchor locations were on a relatively steep (approximately
1 vertical on 6 horizontal) marine slope characterized by a thick mantle of
medium dense sand and gravelly sand with the gravel content usually increasing
with depth. These materials are probably underlain by very dense glacial de-
posits at depths greater than 35 ft. Foundation exploration at the anchor

c-4
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pile extremities was conducted at the locations shown in figure C-2, and bor-

ing logs are shown in figure C-3. The borings indicated that stake pile an-

chors could be driven to depths of 25 to 35 ft.

2.02 Pile Driving. The pilings were driven using a Vulcan 010 hammer with a

10,000-1b ram weight and an 8,000-1b mandrel (photo C-8). A special fitting
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was attached to the mandrel to hold the piling in proper alignment while it
was being driven (photo C-9). Two 1/2-in.-diam bolts held the piling and fit-

ting together until the piling was lowered to the bottom. The first blow of

the pile driver hammer sheared the bolts, allowing the mandrel to be brought
back to the surface after the piling had been driven approximately 3 ft below
the mudline (photo C-10). Typical pile driving records for the 30-ft and for
the 20-ft-long piling are shown in figures C-4 and C-5.

The pilings were driven with the anchor lines attached. Piling No. 7, a
30-ft-long piling on the north side of the concrete breakwater, was inadver-
tently driven on top of the steel anchor cable, and an attempt was made to re-
move the piling by pulling on the anchor line. A horizontal load of 20 tons
and a vertical load of 50 tons were applied with no effect. The problem was
solved by using divers to excavate the top of the piling and to cut the cable.
After the cable was resocketed, an extra length of chain was attached to the

anchor, and the steel cable was reattached.

2.03 Anchor Line Tensioning. After the pilings had been driven and the con-

crete breakwater brought in position, the clump weights were attached near
the upper end of the anchor line (photo C-11). The anchor lines then were
pulled up through the hawse pipes with hawsers put in place during the
launching process. After an appropriate number of links of the upper chain
had been pulled through the hawse pipe, a slotted keeper plate was placed
around one of the chain links, and the anchor line was secured by lowering
the chain until the keeper plate was jammed against the bottom of the chain
locker (photo C-12). The amount of tension applied to each anchor line was
monitored with & dynamometer (photo C-13). Initial anchor line tensions
were approximately 5,000 lb. (After removal of the 2,000-1b clump weights
in September 1983, the ambient anchor line tensions dropped to approximately
1,500 1b).

Since the anchor lines crossed under the breakwater (a typical design to pro-
vide keel clearance for vessel tie-up), the hawse pipes were angled in oppo-
site directions to produce about a 1-ft horizontal eclearance at the crossing
point. Anchor lines (Nos. 1 and 6) were pulled up in the wrong sequence,

and they rubbed against each other. By the time an underwater inspection
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PILE PLACEMENT LOG Dete Apr C ©)\%8%heet £ of 21
Floating Breakwater Prototype Test Program American Construction Co., Inc.
West Point, Seattle,Washington 411-13th Street
Contract No. DACW67-81-C-0208 Everett, WA 98201
Job No. 50-81
Pile: Type 1P 12x S22 Hammer: Make & Mod._ Uelcar ©1 0
Length 20’ Stroke 20"
Ram Weight 10,000 \v

Penetration calculation: ) K
Mandrel: Material 24"Sleel Plps

Before pile is driven and with pile Weight L2000 | b
tip resting on the bottom: - Length 53
wnd'ny )
Water line reading Driving: Finish Time /50
on mandrel ! Start Time /958

Driving Time

+ pile length !
= tip to water line ' Coordinates:
- tide reading ~p°! Calculated: N 244,310 .00
= bottom elevation 22 E .00
Final: N Wl . B .Y, B od
After pile is driven: E ST 1=
Water line reading Remarks : Af/f—;cﬁgd Losd cel/
on mandrel S7 .
- Tide reading = P& ¢ 4o Jower c hain
= Top of pile elev. -5 7=
LFt Blows] Pile No.
) )
| Ft Blows Ft BlowsiFt{Blows
1! 110 T 1211 31
! ]
; 12% < 122 32
3\ 13]Y < 123 33
i " 1 |
4 [ 114 g 128 34
b
5 L 115% S 125 35
|
6. L llel < |26 36
, —
71 2 W17 7/n 127 37
8] 2 118 28 38! - .
[
IS DT 0 O L} Recorser_STAD Ko Voo )
1
10 5 J20 ) 2 130 40
FIGURE C-4. Pile Placement Log I
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PILE PLACEMENT LOG Date Ng% 3, 1982 sheet 14of 21

Floating Breakwater Prototype Test Program American Construction Co., Inc.
West Point, Seattle,Washington 411-13th Street
Contract No. DACW67-81-C-0208 Everett, WA 98201
Job No. 50-81
Pile: Type HP |4ai02 Hammer: Make & Mod. \ “ o
Length 30 Stroke 3o
Ram Weight 10,000

Penetration calculation:

Mandrel: Material 24" Sleel Pps
Before pile is driven and with pile Weight 8 000 ibs
tip resting on the bgttom: Length S’
quding 7 E o o
Water line reading Driving: Finish Time /152%
on mandrel ' Start Time 1S 12
Driving Time
+ pile length !
= tip to water line ' Coordinates:
- tide reading B = ! Calculated: N 2 44,273.00
= bottom elevation éJI' E_j, 608, 2\2
Final: N SN pr B
After pile is driven: E T

Water line reading -7 Remarks:

on mandrel !
- Tide reading gt 5 Instalbd /o.fml
= Top of pile elev. - 68

Cefl 'E" on lower chals

Ft Blgws] Pile No. 2
0
| FtTBlows' Ft [Blows[Ft!Blows
1! 11 21 317 )i
1] 1 1
7 1 1172 & (22] 5 (32 &
i !
3 &’ 13’ & 231 8 331 13
e ! L | |
4" |1 T147 ¢ 248" R 134 )2
L1 ) / aua
5 2 TI8T 27 125 8 135‘-}22_
i ;
6 3 16! &2 261 2 (36
T
7] ¢ J17T B 271 9 37
i -
81 = 18] & 2817 ;p 138 &r\
3 3 1918 129 I 1% Recorder Xf@ HY\AEV\)
10, > J20[ &8 30 40

FIGURE C-5. Pile Placement Log II

discovered the problem 3 months later, several tenths-of-an-inch of the steel
anchor chain had been worn away (photo C-14). Anchor line No. 6 was replaced
with the aid of commercial hard-hat divers and US Army Corps of Engineers
(Corps) equipment and personnel (photo C-15).

Emergency operations such as this, which required the use of commercial
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divers, a large Corps floating plant, and six to eight deck personnel (in

addition to a four-man dive team) cost approximately $3,000 per day of work.

OO

The exposed location of the test site added the complication of uncertain

weather. On several occasions, scheduled repair work had to be canceled be-

cause of high winds. Cancellations of this sort cost between $500 and $1,000

AL RS

each.

2.04 Anchor Line Stiffness Test (Pull Test). On 18 August 1983, a marine

tugboat was used to pull on the concrete breakwater with varying loads while

surveying instruments measured horizontal displacements of the breakwater, and

load cells monitored anchor line forces and tow line loads (photos C-16 and

C-17). This test was conducted to obtain simultaneous measurements of break-

water lateral displacement and the resisting anchor force. Results of the

test are shown on the plot of anchor line force versus horizontal displacement

(figure C-6). The anchor stiffness (slope of this line at any point) varied

LOAD IN ANCHOR LINE NO. 4, KIPS

HORIZONTAL DISPLACEMENT, FT

FIGURE C-6. Concrete Breakwater Anchor Line Pull Test:
Anchor Line Load versus Horizontal Displacement
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from 300 1lb/ft, when the load in the anchor line was 2,000 lb above ambient, tj:’
SN
to 1,700 lb/ft at a load of 5,000 lb above ambient. The rapidly increasing :':}
o
anchor stiffness measured in this test explains why visual observations of the Zﬂ:'

concrete breakwater did not detect a measurable lateral displacement even in

& f

fast currents or high waves (photo C-18). 5;?

&
At the time of the pull test, the two concrete floats were rigidly bolted to- Qﬁlﬁ
gether, and the clump weights were still attached to the anchor lines. The “:%
ends of a Y-shaped pulling line were attached to the breakwater at the lifting f{if
eyes located 15 ft in from each end of the floats. The pulling hawser from ﬁff'
the tug was attached to a snatch block which was allowed to move freely on the ;Zij
cable running between the two lifting eyes. This arrangement was used to as- ii;

sure that the same pulling load was applied to each end of the breakwater.

Load cells were placed in both ends of the pulling line near each lifting eye.

‘ .
(SRR

The tugboat had considerable difficulty pulling exactly at a right angle to
the breakwater. Since the anchor system was fairly compliant along the longi- 7¢fj
tudinal axis, large excursions were measured when the tug pulled to one side
or the other. Longitudinal movements of up to 34 ft were measured; so care

was taken during the analysis of the puil test data to select only those mea-
surements that were made when the tug was pulling perpendicular to the break-

water (i.e., minimal excursions in the longitudinal east and west directions).

3.0 Operation and Maintenance.

3.01 Wear and Corrosion. Except for the installation difficulties discussed

previously in this appendix, no problems at all were experienced with the

anchor systems of the test breakwaters. On the concrete breakwater anchor
line, very little wear was observed on the keeper plates, chain, shackles,
and sockets in the anchor line itself (photo C~19). The only significant
wear point appeared at the shackle that attached the clump weights to the
anchor lines (photo C-20). The shackles that attached the clump weights to B

the anchor lines of the south side of the breakwater were worn considerably

more than those on the north side. The predominant wave approach was from :?{Q

the south, but exactly why this should cause a marked difference in the wear }3%

e

of the clump weight shackles can only be surmised. Corrosion of the concrete lﬁ;

c-11 e

—

N S A Y A A U JRL I PR A U N B a aat y a e a Ya ;":!':\': e T e




-RL66 247

UNCLASSIFIED

FLORTING BREAKMATER PROTOTYPE TEST PROGRAN : SEﬁTTLE 273
NGTONCU> CORSTAL ENGINEERING RESEARCH CENTER
VICK BURG MS E E NELSON ET AL. MAR 86 CERC—EPEBiszz




W Ca A Et-‘“.-. 5 QoA N AN Rl N S AT S DAL LA I AP Sy L SN AL PN SR ARSI 8 W, O A

-

Pt ncny
AR
IR XS

P L DS

el

w0t

. ’
[ ' '
.., .
p." 45 ] .
"" .0 &M R |
- = 5 I NZZ
R -
o ™ "
~ b
-‘ em——— [ 5Py
. = llis
| —
28 s pus
E
\}
MICRNCOPY RESQI HITION TEST CHART
Ve
e
] "
o
lrx:,‘.
=
o
AYAY

ke L‘A‘.'L-g. ‘_ALALAI‘L‘\ -x-)-\.ﬂh\ L.l;u);'}..&;\;z;r‘z L.__A\-x-\..‘i-‘_h,'. RGN DA




SN

T

S‘!

-h_r.‘__--.

ISP ER P IS AP IPIT I A N

A AN NS S AN S R AR A I S A had '’y . avd A A Yo TNy et ‘e - e

breakwater anchor line hardware did not appear to be significant; however,
the galvanizing was completely gone from the steel bridge rope, and all the
individual strands of the bridge rope that were examined were noticeably
rusted (photo C-21). Several strands in the vicinity of the clump weight
attachment clamp had broken. Some algae attached to the upper chains of the
concrete breakwater anchor lines. Virtually no marine growth took hold on
the galvanized anchor lines, but mussels, tunicates, and anemones had begun
to attach to the clump weights by the time these weights were removed in
October 1983 (photo C-22).

The pipe-tire breakwater anchor line showed only minor wear at the attachment
points. The eye splices, shackles, and chain were in excellent condition
after 1 yr of hard use. However, the cotter keys that secured the shackle
nuts were obviously not made of corrosion resistant material and were nearly
destroyed by the time testing of the pipe-tire breakwater was complete
(photo C-23). (All cotter keys on the concrete breakwater were stainless
steel and were not corroded.) The pipe-tire breakwater anchor lines proved
to be an excellent substrate for marine growth (photo C-24). Because the
anchor lines descended at a shallow angle, kelp attached to them and grew

to the water surface in an area 50 ft to either side of the breakwater. The
kelp was an additional attraction for the artificial reef community that was

establishing itself in, on, and around the breakwater.

3.02 Anchoring and Unanchoring Procedures. After the initial anchoring of

the test breakwaters, the concrete breakwater was removed three times and re-
anchored twice. The pipe-tire breakwater was not removed until the end of it

test period.

The first time the concrete breakwater was unanchored, the Corps' debris boat
Puget, was used to lower each anchor line to the bottom with a 70-ft-long,
1/2-in.-diam steel rope (photo C-25). The reanchoring plan called for re-
trieving the anchor lines without using divers; consequently, surface floats
and 100-ft-long lengths of 3/U-in.-diam polypropylene rope were fastened to
each of the 1/2-in., steel ropes. When the breakwater was brought back to the
test site by the Puget for the first reanchoring, divers were hired to stand
by in case the original plan failed. Soon after the Puget arrived at the
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site, the complexity of the situation became evident. The divers reported
that all the retrieving lines were severely tangled. Several hours of work by
hard-hat divers were required to straighten the retrieving lines and reanchor
the breakwater (photos C-26 and C-27).

Another method of unanchoring and reanchoring was tried when the breakwater
was removed for the second time. Large polypropylene hawsers were attached
to the clump weight shackle on the four corner anchors by divers. Then the
anchor lines were lowered to the bottom with a double length of 3/4-in. poly
line which was retrieved after the anchor line was resting on the bottom
(photos C-28 and C-29). Care had to be exercised in choosing the dropping
order to avoid applying a twisting torque to the breakwater. Upon returning
to the test site, the divers temporarily moored the breakwater to the four
corner hawsers which had been left floating free during the breakwater's
absence. A diver then attached a lifting rope to each of the anchor lines
which were laid out on the bottom in perfect order (photo C-30). This time,
the reanchoring process went very smoothly and was completed in less than

1 hr of diving time (photos C-31 and C-32).

The final unanchoring was the easiest of all. After the breakwater had

been secured to the four large hawsers (still attached to the clump weight
shackles), the Puget's crane raised the anchor chains in the hawse pipe; and
the keeper plate was removed. A Peck and Hall quick-release hook was used to
connect the lifting line to the anchor chain. After the keeper plate had been
removed, the release hook was tripped, and the anchor line was dropped to the
bottom (photos C-33 through C-36).

Unanchoring the pipe-tire breakwater was less dramatic. The nylon anchor
lines were fished to the surface with a grappling hook, the shackle holding
the upper chain to the rope was unfastened, and the rope was released. All
work was done by hand from small skiffs.

Additional information on anchor system design is available in references C-1
through C-5.
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Photo C-1. Photo depicting steel Photo C-2. Photo showing attach-
H-piles. ment of lower chain to H-pile.

Photo C-3. Photo showing attachment Photo C-4. Photo showing eye of
of lower chain to steel bridge rope. splice and thimble in pipe-tire
breakwater anchor line.

Photo C-5. Determining anchor line Photo C-6. Photo depicting nylon
breaking strengths,. rope after failure.
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Photo C-7. Drill barge taking bore
samples at the test site.
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Photo showing speéial fit- Photo C-10. Close-up of fitting
. ting used to hold H-piles in proper used to drive H-piles.
alignment for driving.

. Photo C-11. Attaching clump weights to Photo C-12. Upper chain being
) the concrete breakwater's anchor lines. placed in slotted keeper plate
on concrete breakwater.

S et B TS o T P U R ST e SRR SR SN -
e N T T e e T T e e T e T e T e T T T
LA WL R O S o S SR WP SR DR S I R P S SR I SR SRR SR NP oY SRR PRSI SRR P, PO PRI . S S -




,.'J R be’ Ja et St g JaP NP A T F o et SE ol iy ks A0 LR gie gty

Photo C-13. Monitoring anchor line Photo C-14, Underwater photo of

tension. anchor lines rubbing against each
other,

Photo C-15. A new anchor chain being Photo C-16. Tugboat pulling to
readied for installation. determine anchor line stiffness.

Photo C-17. The concrete breakwater Photo C-18. Vertical photo of
tipping in response to the tug's fast currents running past the
pull. breakwaters (note current gen-

erated waves).
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Photo C-~19. Photo depicting good
condition of anchor line hardware at
test completion.

Photo C-21. Photo depicting clump
weight attachment hardware (note cor-
roded steel bridge rope anchor line).

Photo C-23. Photo depicting corrosion
of the mild steel cotter key in a
shackle bolt.
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Photo C-20. Photo depicting
shackles that attached clump
weights to worn anchor lines.

Photo C-22. Removing clump weights
(note numerous marine organisms
attached to the weights).

Photo C-2U4. Photo of marine
growth covering the nylon
anchor line.
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Photo C-25. Photo depicting the de-
bris boat, Puget, which was used ex-
tensively throughout the test program.

Photo C-27. Resuming data collec-
tion after reanchoring of the con-
crete breakwater,

Photo C-26. Encountering some
difficulties during the first
reanchoring operation.

Photo C-28. Unanchoring the
concrete breakwater for the
second time (keeper plate on
deck).

Photo C-29. Anchor line tension being

measured during the unanchoring
procedure.

Photo C-30. Utilizing divers to
simplify the second reanchoring.
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o Photo C-31. Raising of an anchor Photo C-32. Resuming monitoring
v, line after it was connected to a of the second reanchoring.
' lifting cable by divers.
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- Photo C-33. A quick-release hook Photo C-34. Removing the keeper
ﬁ being used for the third and final plate prior to dropping the anchor
- unanchoring. line.

M
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N Photo C-35. Anchor line falling Photo C-36. Towlng the break-

- away after tripping release hook. water from the test site for

::. the final time.
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APPENDIX D

CONNECTOR TESTING

1.0 Introduction. One of the major goals of the test program was to investi-
gate various methods of connecting (or fendering) the two 140-ton concrete
floats. Four different connection methods were tested. The first two methods
involved two types of flexible connections. The third method involved com-
plete disconnection (with fendering), and the fourth involved rigidly bolting
the units together. The rigid connection and the fendering (with one modifi-

cation) were successful, but neither of the flexible connector designs sur-

. owmmms s 4 ¢ = -

. el v - .-

vived their test period undamaged.

2.0 Vertical Fender Connector. Both types of flexible connectors using com-

mercially available butyl rubber marine fenders were of the same basic design,

l except that the fenders were oriented vertically in the original connector and
horizontally in the second. Each of the vertical connectors was composed of
two 4-ft, 11-in.-high fenders bolted nose-to-nose with 1-in.-diam bolts (pho-
to D-1). The fenders were secured to 5-ft-long steel angles by 10-3/4-in.-

l diam by 1-ft 6-in.-long bolts (see construction drawings, figures A-12 and
A-15). After the connectors were assembled, the angles were fastened to the
ends of the east float by six 1-in.-diam threaded anchors which were embedded
in the concrete (photo D-2). After both floats were launched, the connector

' was bolted to the west float, and the connection process was completed.

Within 5 days after the breakwater arrived at West Point, wave action had
loosened the nuts from the 1-in. bolts which held the butyl rubber fenders

r together (photo D-3). With considerable difficulty, the nuts were rein-
stalled. The bolts were then double nutted, and an attempt was made to de-
form the exposed threads. This repair transferred the problem to the 3/U-in.
bolts which fastened the fenders onto each float. A number of these bolts

sheared, and eventually all were replaced with 3/4-in., high-strength steel

D 4 . .

pins. The nuts continued to slip off the 1-in. bolts, and eventually only
four bolts were holding the two units together. A means of holding the fen-
ders together was required, but the difficult working conditions and a reluc-

: tance to expose the floats to possible damage by removing the fenders at the
. D-1
!
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test site limited the options available. Connecting each pair of fenders with

PRESTAEY  L BCR

a U-shaped bracket was the eventual choice. The bracket was fabricated from
5-ft-long by 4-in.-diam extra strong pipes welded to a 24- by 12-in. plate of
3/4-in.-thick steel (photo D-U4). It was installed by lowering the bracket

below the fenders and raising the pipes through the large vertical opening

"', " s Oy *
e B

in each fender. A second plate was then placed over the pipes and pinned in
place (photo D-5). This connection method lasted for 7 weeks, from late
August to mid-October. By mid-October 1982, wave action caused by two storms
had deformed the pipes and broken one of the 3/4-in. steel plates (photo D-6).

DR AN

" To prevent further damage, the fenders were disconnected from each other, and

testing of the fendering alternative was begun.

= 3.0 Fendering. The fendered float configuration that evolved as a result of
- emergency field modifications to keep the floats from colliding was not antic-
ipated in the original test plan. For this reason, the large rubber fenders
!. were removed from the east float, and wood fenders were attached to the steel

N angles which had held the rubber fenders in place. (The angles could not be

removed because they sealed the twenty 1-3/4-in.-diam bolt holes which were
- to be used when rigidly connecting the floats.) Large lag bolts were used to
II fasten bumper plates to the angles, and 3- by 12-in. timbers were bolted

. horizontally between the two bumper plates (photos D-7 and D-8). The rubber

fenders were left in place on the west float.

II At the beginning of the test program, the center anchor lines (Nos. 3 and 8)
were attached only to the west float. The connector was intended to transfer
loads from the east float to the anchor lines through the west float. When

the floats were disconnected from each other to test the fender system, lat-

}.

WL

eral support for the end of the east float was provided by adding a 25-ft
o length of 1-1/4-in. chain between the upper end of each center anchor line
and the east float. This Y-shaped anchor connection prevented excessive rel-
. ative dispiacements between the floats while avoiding the problems associated
;f with using the connector to restrain the motions of the 140-ton structures

(see figure A-11 and photo D-9).

L L]
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The two horizontal timbers were torn off during the next storm, leaving only

the wood bumper plates. Signs of wear on both the bumper plates and the

D-2
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rubber fenders began to appear. Within 2 months the bumper plates had been
worn enough to expose the lag bolts. The next storm dislodged it completely
(photos D-10 and D-11). Just before the arrival of yet another storm system,
emergency repairs were carried out to fasten new rubber fenders and new bumper
plates made of iron bark (photo D-12). This combination survived the next
month (4 storms) with no sign of wear, and 7 months of modification and
testing had finally yielded a viable connection method. On 8 February 1983,
the concrete breakwater was unanchored and towed 3 miles to the protected
waters of the Seattle District (NPS) work yard at the Hiram M., Chittenden

Locks to make the rigid connection between the two floats.

4.0 Rigid Connection. To allow work on the connection to be done in a dry

environment, NPS personnel designed and constructed a wood cofferdam. The

dam was placed under the end of each float and pumped dry. Next the rubber

fenders, wood bumper plates, and angles were removed. After the embedded
bolts were cut off, the concrete surface was ground smooth. A 15/64-in.-thick
high density rubber pad was placed between the two floats to accommodate any
unevenness in the surfaces, and the twenty 1-1/2-in.-diam by 11-ft-long high-
strength bolts, which had been stored in the float ends for the first 7 months
of the test, were shoved through from one float to the other (photos D-13
through D-18). The cofferdam was flooded and the floats were drawn together.
Each of the 20 bolts was tensioned to 135,000 lb, and on 1 February 1983, the
breakwater was towed back to the test site to continue the test (photos D-19
through D-24). Sixteen working days (approximately 450 man-hours) were re-

quired to make the rigid connection which did not require any maintenance or

modification during the next 9 months of testing.

5.0 Horizontal Fender Connector. In July 1983, the test program was extended

by 1 year to allow additional testing of flexible connectors. The new connec-
tor again used large rubber fenders, but this time they were fastened to the

floats in a horizontal orientation. On 1 November 1983, the concrete break-

B LANRARANS

water was removed from the test site again to make this last modification.

The cofferdam was pulled into place at the connection, and the 20 connection

A
RN

P

bolts were detensioned using a hydraulic jack. The floats were parted about
18 in. with wedges and a small hydraulic jack. After the cofferdam was pumped

dry, the connecting bolts were cut in half and removed. A careful inspection

D-3

B {“'-T‘-."-".I‘—"."'. . 'i'.."""

T S et et T - T R St e AT e e e s e e F U R
et st s, b alpcdlacit, Y W v k. - Ll " mla e aaa atalmtata et At




|
4
i

e
\"

e
AR
G

JERY.
o 5

t. of the surfaces of the two floats was made, and no spalling or cracking was Vgl
N B
R‘ found. The rubber pad had U-in.-square tears around several bolts in the two e

. AN
t‘ lower corners and in the upper center. Otherwise the materials used in rig- A

idly connecting the floats showed no evidence of damage or wear.

«a

.' 'l

Additional bolt holes were drilled in the concrete for fastening the new con-

v,

.
'-
E

nector brackets to the floats, and sixteen 1-in.-diam bolts were cemented into
place with epoxy grout. Each bracket was bolted in place with sixteen
3/4-in.-diam bolts (in addition to eight grouted bolts). Finally, the rubber
fenders were lowered into place and fastened to the brackets with 2-in.-diam
by 2-ft-long bolts (figure D-1). The cofferdam was flooded and removed, and
on 1 December 1983 the breakwater was reanchored at the test site (photos D-25
through D-35). The concrete clump weights were not reattached to the anchor

lines for the test of the horizontal fender connector.

This connector proved to be much more durable than the first (vertical fender)
configuration. Until a posttest inspection, the connector appeared to be un-
damaged after 2 months (December and January), but a close inspection found
that three of the vertical bolts had been pulled through the rubber fender on
the north side of the breakwater (photo D-36). This damage appeared to be
progressive, and continued testing probably would have resulted in additional

damage.
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Photo D-1. Vertical fender connector

before being attached to the breakwater.

Photo D-3. Vertical fender con-
nector separating after 3 days
at the test site.

Photo D-5. Photo depicting U-shaped
bracket in place,
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Photo D-2. Vertical fender con-
nectors being attached to one
float.

Photo D-4. A U-shaped bracket
being fabricated to connect
the rubber fenders.

Photo D-6. Photo depicting fail-
ure of U-shaped brackets after
7 weeks.
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Photo D-7. Wood bumper plate being

fastened in place of a rubber fender.

Photo D-9.

Underwater photo of
Y-connection joining both floats
to a common anchor line.

Photo D-11.
between the floats after dislodging
of damaged plate.

Ship fenders being hung
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Photo D-8. Two 3- by 12-in.
timbers being bolted between
the bumper plates.

Photo D-10. Photo depicting worn

condition of soft fir bumper
plates after 2 months.

Photo D-12. Photo depicting the
new ironwood bumper plate which
proved to be more durable,
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Photo D-13. A wood cofferdam being Photo D-14. Cofferdam being
placed to allow work to be done in lowered between the floats.
a dry environment.
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Photo D-15. The cofferdam being Photo D-16. Fender system hard-
dewatered after being secured. ware being removed.

Photo D-17. Photo showing the end Photo D-18. Photo depicting S

of the float after being cleaned Dywidag 1-1/U4-in.~diam. steel

and ground smooth. bars and 1/4-in.~thick
Fabrieka rubber pad in place.
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Photo D-20. Photo depicting in-
side of float with six tensioned

Photo D-19. Photo depicting inside
of float with four tensioned bars
bars near sidewall.

near center line.

New deckhouse being

Photo D-22.
lowered into place.

Photo D-21. Photo depicting joint
between rigidly connected floats.

Photo D-24. Resuming monitoring
of rigidly connected breakwater.

Photo D-23. Returning to the
test site.

D-9




!,I. T T N R A T e T T T T T TR R TR R R L T R TR TR T TR T AR LS TR Rl S U oY
0

(W
g 7 A

A A
cas
oy

f.ll

54N
J'
(]
¢

-~
.'.‘)"
LA A4 P
f"’ .l- f .

8 4
‘f
‘\‘1"1

X
X
L4

J

\J

b
e

Ny

b
-

T AR S S Y YRR TR EFIERY S S

- 23

i

.

- Photo D-25. Floats being parted Photo D-26. Connection bars being
S after rigid connection bars have cut after cofferdam is in place
- been detensioned. and dewatered.

~ Photo D-27. Additional bolt holes Photo D-28. Lowering connector
- being drilled in floats. anchoring plates into position.

—ar” N\ <
[ Photo D-29. Anchoring plates being Photo D-30. Horizontal connector
- bolted in place (water activated being lowered between the floats.
s sealant oozes from bolt holes).
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Photo D-31. New flexible connectors Flexible connectors

being "coaxed” into position,. being bolted to the anchoring
plates with 2.5-ft-long, 2-in.-
diam bolts.

Photo D-33. Horizontal flexible con- Photo D-34. Photo depicting com-

nector being inspected. pleted flexible connection (note
relative motion sensor between
floats).

Photo D-35. Waves washing over new Photo D-36. Photo depicting the

flexible connection. area where the 2-in.-diam bolts
tore out of the three outermost
holes of the north connector.
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APPENDIX E

BOAT WAKE TESTING

1.0 Introduction. Because most floating breakwater applications are in
semiprotected coastal waters, lakes, and reservoirs where wind wave energy

is limited, boat wakes can be as large as the design wind waves. The size

of the boat wakes, therefore, becomes another design consideration. To obtain
additional design data on boat wake attenuation characteristics of floating
breakwaters, four boat wake tests were conducted at various times during the
prototype test program. The first two tests, conducted on 31 January 1983

and 22 April 1983, used a 41-ft Coast Guard cutter to generate waves. The
third test, conducted 18 August 1983, used a 110-ft marine tug. The last
test, conducted 29 October 1983, used a 73-ft harbor tug. Details of the

boat wake tests are discussed in references E-1 and E-2.

2.0 Test Description. The first boat wake test was conducted 31 January

1983 using a 4#1-ft Coast Guard cutter (photo E-1). The two concrete break-
water units were in a disconnected but fendered configuration, with the
2,000-1b clump weights in place on the anchor lines. The pipe-tire break-
water was located approximately 30 ft due east of the concrete breakwater.
After the test had been completed, the data acquisition system was found to
have been malfunctioning, and no transmission data were obtained. However,
an 8mm movie camera mounted on the west float was used to film a target

on the east float (photo E-2). An analysis of the movies indicated that
the maximum excursion of one float relative to the other was approximately
*+1 ft horizontally and *9 in. vertically. The wakes were estimated to be
about 2.5 ft high with a period of 2.5 sec.

The second boat wake test, conducted 22 April 1983, used the same Coast Guard
cutter. The sailing lines alternated from parallel to the breakwater to an
angle of 45 deg with respect to the breakwater (photos E-3 and E-4). The
distance from the sailing line to the breakwater varied from 50 to 250 ft.
Vertical aerial photographs documented details such as the distance from the

sailing line to the breakwater, wave approach angle, wave lengths, and dif-

fraction of waves around the breakwaters (photos E-5 and E-6). The concrete
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breakwater connection had been modified to the rigid configuration that joined

the two floats into a continuous 150-ft-long unit.

No changes had been made

to the concrete breakwater anchor system (i.e., the clump weights were still

attached), and the pipe-tire breakwater was still in position.

This time the

data acquisition system did record data on incident and transmitted waves as

well as anchor forces for both breakwaters and internal strains and wave pres-

sures on the concrete breakwater.

The third boat wake test was conducted 18 August 1983 using a 110-ft-long

marine tug (photo E-7).

The size of this vessel was determined by require-

ment of the anchor line pull test which was conducted on the same day (see

Appendix C).
had been removed.
configuration, and the clump weights

To make attenuation measurements, an

By the time this test was conducted, the pipe-tire breakwater

The concrete breakwater was still in the rigidly connected

remained attached to the anchor lines.
attempt was made to orient the tug's
would be parallel with the length of the

! sailing line so that the wake crests
: breakwater (photos E-B and E-9). In addition, several wakes were generated

%l so that their crests were perpendicular to the long axis of the breakwater

y (photos E-10 and E-11). This was done in an attempt to induce large bending
‘ moments in the structure.

.-

~ The fourth and final boat wake test was conducted 29 October 1983 with a 73-ft
2 harbor tug being used to generate wakes (photo E-12). The clump weights had
‘ been removed from the anchor lines of the concrete breakwater, but the floats

remained rigidly connected. An eight-buoy wave array was anchored where the
Shortly after the test started, the

For this

pipe-tire breakwater had been located.

gage that measured transmitted waves was found to be malfunctioning.

reason, no wave attenuation data were recorded, but some information on wave
In ad-

dition, 8mm motion pictures were taken from the fixed wave gage piling at the

v

pressures, internal concrete strains, and float motions was obtained.

east end of the test site. A rough estimate of transmitted wave heights was

made from these films.

LR

B AT

3.0 Test Results.

breakwater attenuated boat wakes as well as it did wind waves of comparable

Analysis of the boat wake test data indicated that neither

A

-
s

periods. Transmission coefficients, ¢, = H transmitted/H incident , varied

Ef- E-2
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between 0.3 and 0.7 for the pipe-tire breakwater with an average of 0.5. For
the concrete breakwater, which performed slightly better, C; varied between
0.2 and 0.6, with an overall average of 0.45. The maximum anchor loads mea-
sured were 72 1lb/ft for the concrete breakwater and 134 1lb/ft for the pipe-
tire breakwater. Visual observations of the incident and transmitted wakes
estimated incident heights at 2 to 3 ft and transmitted heights between 6 in.

and 1 ft. The individual waves in each boat wake were far from uniform, and

the breakwater response was difficult to correlate with any particular height.

In addition, wave diffraction around the relatively short structures, back-
ground noise created by passing boats, and varying approach angles of the
incident waves were all complicating factors when the boat wake data were

analyzed.
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for boat wake test No. 3. with crest nearly parallel to
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Photo E-9. Wake crests approaching Photo E-10. Tug generating wake
parallel to breakwater (note with crest perpendicular to
diffraction around end). breakwater.
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Photo E-11. Perpendicular wake Photo E-12. 73-ft tug gen-
traveling down breakiater, erating wake for test No. 4,
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APPENDIX F

MONITORING PROGRAM

1.0 System Description. The monitoring program for the prototype test was

conducted by the Civil Engineering Department of the University of Washington
under contract with the US Army Corps of Engineers (Corps). The purpose of
the monitoring program was to collect data that would serve as a basis for
establishing and evaluating the fundamental behavior of the two breakwater
types under study. The University designed a system to measure and record
pertinent environmental and structural variables that were involved in the
design and mathematical modeling of the test breakwaters and similar struc-
tures. The parameters that were measured included incident and transmitted
waves, wind speed and direction, anchor line and connector forces, stresses
in the concrete units, relative float motion, rotational and linear accelera-
tions, pressure distribution on the concrete breakwater, water and air temper-
atures, and tidal current data. The table below lists the parameters, the

channel on which the data were recorded, and the transducer range.

Channel Transducer

Parameters Number Range
Anchor Forces - Concrete 1-8 0-50 kips
Anchor Forces - Tire 10-12 0-10 kips
Wave and Tide Gage 16 0-25 ft
Wave Buoys 17-21 0-8 ft 5
Dynamic Pressures 22-44 0-5 psi o
Concrete Strains 45-60 0~3,000 us aa
Accelerometers 61-66 0-1¢g
Relative Motions 67-72 0-8 in. s
Wind Speed 73-T4 0-100 mph SRRy
Wind Direction 75-76 0-360 deg .
Current Velocity 76-77 0-5 knots -
Unused 79-82 Y
Voltages 83-88 As required N
Temperatures 89-92 0-100° C N
Wave Array 9-12 0-8 ft ot
Wave Array 17, 19, 21, 22 0-8 ft
Rubber Connector Forces 23, 28, 29, 43 0-50 kips
Rigid Connector Forces 71, 72 0-100 kips
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In addition to the transducers for measuring these parameters, the monitoring
system included an onboard data logger and equipment for processing the re-
trieved data tapes. (See figures F-1 and F-2 for an instrumentation layout
and system diagram.) Detailed information on the monitoring system hardware
and software is provided in the University's final report on the monitoring

program (reference F-1).

Design criteria for the monitoring system placed the following requirements on

the recording instrumentation:

a. Automatic recording of data from T4 input channels.

b. Low-power consumption to allow battery operation.

c¢. Retrievable data storage medium.

d. Automatic hourly observations of selected parameters.

e. System activation if a preset threshold valve of selected parameters
was exceeded.

f. Packaging to allow mounting recorder inside an end compartment of the
concrete breakwater (i.e., fit through 23-in.-diam hatch).

As a result of these constraints, combined with a modest budget and a lack of
suitable off-the-shelf instrumentation, the University designed and fabricated

much of the monitoring equipment in-house.

Work on the monitoring system began in October 1981. Special purpose elec-
tronics, such as signal conditioning cards, were built specifically for

this project. Throughout the winter, work progressed on the manufacture of
16 embedded strain gages, 8 wave measuring spar buoys, 14 anchor force cells,
23 pressure sensor housings, and a relative motion sensor. The pressure sen-
sors, anemometer, current meter, and accelerometers were the only instruments

for which suitable transducers were commercially available.

F-2

3‘l'ﬁf{v
AL

vy
P
>

.

Y e e,
. S
Z,
-

W

V] LTI

.

B
o
. e

-




qnofe7 39afodg

“l-3 34NO14

=]

37v35 0L LON

6L

———

aoe

.

il

M/8 3JdIL-3did

M/8 3L34ONOD

KR

-

4

/8 31390NOD
X
|
4

-~——

|9t7

7 N
"dAL'HOHONY
3d=3MVLS

0¢

7

191

HOaX NOILOW 3AILVYI3Y

1NIWLHVYIWOOD LNIWAIND3
30HO4 1708 HOL23NNQD
SHOAX NOtLVYH3T1300V

$3IDVO 30404 HOHONY
39VO 3AVM QILNNOW-3Tid
AON8 IAVYM

GN3937

b4

1
Lol

ra
|

OO«

IR .51

Ny N SO

F-3




ueaderq waysAs JuraojzTuoy

H31N4WOD LSOH WOHH S1H0d3Y

‘2-d NI

_\\ .M..«...\ . -....u,-u\.r# WA

OGNV S3I4VIWWNS Y1VQ 40 TYAIIELIY T K - ——— — = — —— ———— — — ——
H31VMVIHE 40 ONIHOLINOW IWIL-TV3H 'L N | HILVMIVIHE FHL LV d31vDO07
{NOILVI0 INOHJ ANV} TYNINHIL 3LOW3H /// |
N
~
N\ i _
g N W3QOW anvs 00Z1 4306003y
TUNIWHIL 3LOWIH HLIM NOILVIINNWWOD 'S E——— WIMSNY OLNY _.A.' 39GI1¥1HYD TV LIDIa
SvQ aNv STYNSIS _
HILVMIV3IHE 30 ONIHOLINOW IWIL-IV3H b !
S1HOd3H ANV SIIHYWWNS VLiva '€ |
3DVHOLS ONV NOILONA3Y YLVG T |
TYA3IHLIH ONV NOISSINSNVHL VLva 'L | (SYQ) WILSAS
( NOILISINDOV V1va H3I9OIHL 3LOWIY
H3ILNIWOI LSOH ) )
|
A %0010
-t == INIL-IVAY | §1yNoIS LNdNI 08
)
ONINOLLIGNOD TYNOIS 3DVD NIVHLS
9 9t AN3BHND T
SNOILOW IVYNOILVLIOH Z SNIVHLS zz s11o8 v 39v9 3011 B HIvV Z
Lvo4 HY3INIT ¥ 3134INOD $34NSSIHd HOHINV Z1 44VLIS IAYM L HWILYM L
JAILYI3N NOILYH31300V TYNHILNI SIWVYNAQ $30404 SAONE IAVM ¥ SWIL
aNImM b
HILVYMXNV3IHE IHL LV SHIDNASNVHL LNdNI
; ; ) Tt A S R DRINY. R (GETA [y

F-4

HERSCRE

e e
a2 a s “'a Lo s (

.'.'.' s .
e

AT




2.0 Equipment Description.

2.01 Data Acquisition System. The onboard data acquisition system developed

by the University was a microprocessor controlled data logger capable of sam-
pling each of 80 channels at a rate of up to 8 Hz (photo F-1). An RCA micro-
board system was used with a Quantex UY-track cartridge tape drive. A signal

conditioning board was designed to accommodate signals from the various input
transducers, and 45 of these boards (two channels per board) were assembled

and mounted in a separate watertight case (photo F-2). The entire system was
powered by four lead acid truck batteries. The system required 10 man-months

to design and assemble at a cost of approximately $50,000.

2.02 Load Cell. Forces in the anchor lines were measured close to the break-
waters and close to the anchor piles, as shown in figure F-1. Since the inci-
dent waves would approach the test site from both the north and the south and
because leeward anchor forces were of interest, gages had to be placed in the

anchor lines on opposing sides of the breakwater.

The design for the anchor force gage is shown in figures F-3 and F-4. It is a
University of Washington design, using a stainless steel O-ring sealed strain
gage load cell similar in construction to the standard laboratory load cell.
The gages were calibrated using laboratory test equipment. Four 10-kip load
cells with an ultimate strength of 25 kips were placed on the pipe-tire break-
water, and eight 50-kip cells with an ultimate strength of 125 kips were
placed on the concrete breakwater (photo F-3 and figure A-17). Waterproof
connectors, capable of being plugged and unplugged underwater, were used on

each anchor force gage (figure F-5).

Each load cell signal conditioning circuit consists of a load cell bridge
power supply and balancing circuit, a high gain precision instrumentation

amplifier, and a low pass analog filter.

The strain sensing element of the load cell is a strain gage bridge circuit
having four active legs with two strain gages per leg. Mounting of the strain
gages in the load cell is illustrated in photo F-4 and figure F-6. The stress

concentration at the edge of the hole is assumed to be a factor of three over
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LOAD CELLS

F
i € LONGITUDINAL STRAIN
CYLINDRICAL TUBE L
TN | €, TRANSVERSE STRAIN

) O\( LENGTH GAGE =~ 3€_
e,

€
T \—— TRANSVERSE GAGE ~3€ = 3(3) €,

FOR STEEL

[ -
R+ 28R ) 2R, - 20Rp
o 2 in | 4R+ 28R; - 20R; 4R+ 28R - 28R;

E. o Wl 1
in | Ry R
iRy + oRy

E =~ Ein ——-EEZ—_— since ZRo >> ARL ART

BAr
o]
+

N L

where ART = Resistance change of transverse gage due to strain €r

>

ARL = Resistance change of length gage due to strain €L

In a strain gage, the resistance change (AR) 1is related to the strain (e)
by the gage factor (G.F.) as follows:

AR = RO(G.F.)C

Therefore RT = RO(G.F.)eL and ARL = SRO(G.F.)eL

R (G.F.)e, + 3R_(G.F.)e
and E =2 E o L "o L = 2 (GF)e

(o} in 2R0

FIGURE F-6., Strain Gage Layout and Output Calculation
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the average stress in the corresponding direction. This is only a rough ap-
proximation, which is nearly true if the hole diameter is very small compared
with the tube diameter. However, this condition is not quite the case here;
so the approximation serves only to give the order of magnitude values for the
output voltage from the bridge circuit for design purposes. Because of this
unknown factor, it was necessary to calibrate the load cells, i.e., measure
the output under known applied loads to obtain the actual relationship between

load force and output voltage. Each load cell cost approximately $3,000.

2.03 Wave Gages. The five wave gages were arranged as shown in figure F-1.
Gages 18 through 21 were spar buoys as shown in figure F-7. Gage 16, mounted
on the stationary piling, served as a tide gage as well. The spar buoys con-
sisted of a 15-ft-long, 6-in.-diam polyvinyl chloride (PVC) pipe with a
2-1/2-ft-diam damper plate, on which is mounted a 12-ft section of 3-1/2-in.
PVC pipe with a spirally wound wire to form a resistance gage (photo F-5).
The necessary electronics were installed in the top of the upper section.
Gage 16 was a 25-ft-long 3/U4-in.-diam PVC pipe attached to a steel cage that
was bolted to the piling. This gage served as both a wave gage and a tide
gage, and, therefore, extended from -5 ft mean lower low water (MLLW) to

+20 ft MLLW (figure F-8).

Between mid-October 1983 and late January 1984 when the breakwater was re-
moved, the eight-gage linear wave buoy array was anchored where the rubber
tire breakwater was originally located. These gages were at a 5-ft spacing
and located 67 ft due west of the tide gage. The longitudinal alignment of

the array was parallel with the breakwater (figure F-9).

2.04 Wave Staff Design. A block diagram of the wave staff and associated

electronic circuits is shown below:

PRECISION
SQUARE BILATERAL
WAVE CURRENT WAVE AC DETECTOR
OSCILLATOR SOURCE STAFF AND VARIABLE
GAIN AMPLIFIER

The wave staff itself consists of a length of PVC tubing that is spirally

wound with a resistance wire such that when it is immersed in seawater, the

RS B2 SELAL e by S oA N AR
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electrical resistance varies in direct proportion to the length of the exposed
staff.

The electronic circuits driving the wave staff consist of a fixed frequency

square wave oscillator (having a precisely controlled output amplitude) driv-
ing a precision bilateral current source with an output current directly pro-
portional to the input voltage. Thus, the wave staff is driven by a current

source of constant magnitude, but it changes direction with each half ecycle

of the square wave oscillator. The output of the wave staff then is a square

t

; Jave voltage with a magnitude (peak-to-peak) that is directly proporticnal to
y the length of exposed wave staff. This output is fed to a high input imped- N
_ ance voltage follower circuit, which serves as a buffer between the wave staff Eg.
- and the AC detector circuit. The precision AC detector circuit uses two oper-
ational amplifiers in conjunction with two diodes to form a precision full

wave rectifier circuit that is capable of operating at very low input volt-

ages. A gain control has been incorporated in the detector circuit so that

full scale output can be set at any positive value up to +10 V with a wave ;EQ{F
staff resistance of 300 ohms up to 3,000 ohms. (See figure F-10 for the wave s
staff electronic circuit diagram.) Alternating current is used to drive the
wave staff to avoid both the corrosion effects that would occur if direct cur-
rent were used and the DC offset that would occur as a result of the use of

dissimilar metals in a conducting solution. The latter is eliminated by use

of AC coupling in the output from the wave staff.

Bench tests of the wave staff electronic circuits were made using a

1,000-ohm variable precision resistor in place of the wave staff. The cir-
cuit was adjusted to produce an output range of 0 to 10 V with the resistance
varied from 0 to 1,000 ohms. Linearity was determined to be 0.1 percent of
full scale over this range. Overall accuracy, including end points, is about
3 percent. If the range of operation is reduced so as not to use the last

1 ft on each end of the wave staff, the accuracy is improved to about 1 per-
cent. The natural periods for the buoys in heave and roll are approximately
18 and 14 sec, respectively, which are well out of the range of wave periods
expected at the breakwater site (between 3 and 5 sec). Visual observations of
the buoy in waves in excess of 1-1/2 ft indicated little heave or roll motion,

but some yaw about the anchor line was caused by the current and wind. See

3
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paragraphs 3.0 and 4.02 of this appendix for a further description of instal-
lation and maintenance of the wave gages. Cost of the spar buoy wave gages
was approximately $3,000 each.

2.05 Pressure Sensors. Sixteen pressure sensors were mounted on the sides of

the concrete pontoons, and seven were mounted on the bottom of the west pon-
toon only (figure F-11 and photo F-6). All of the side-mounted units were
damaged early in the project and were not replaced until late summer 1983.
The mounting details for the improved method for attaching the side-mounted
gages are shown in figure F-12,
The pressure sensors used were a Kulite Model IPT-750, O to 5-psi range. They
are semiconductor strain gage devices with a flush stainless steel
diaphragm. The basic specifications are as follows:

a. O to 5-psi range.

b. 0.85 percent overall accuracy.

c. Infinite resolution.

d. 75-mv output full scale.

e. -40° to 250° F temperature range.

The original pressure transducers cost approximately $450 each.

2.06 Accelerometers. Linear accelerometers measuring normal (to the deck, or

heave) and transverse (or sway) acceleration and an angular accelerometer mea-
suring rotation about the longitudinal axis (or roll) were employed on each

float. See figures F-13 and F-14 for mounting details. Although some change
of equipment and repair took place during the life of the project, all accel-
erometers employed were of the highly accurate servo type. The design incor-
porates a feedback mechanism whereby motion of the displacement pickoff pro-

duces a countering force (or moment) that accelerates the seismic mass so that

it undergoes only a minute displacement from the applied input motion. This

F-16
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feature, combined with a flexural suspension system, provided for accurate ac- E?éfg
celeration measurement with minimal nonlinearities and negligible hysteresis. ;;h:;.
Internal filtering mechanisms provided very clean data; therefore, no addi- fih;{
tional filtering or detrending was required. Some results of the motion mea- !!E;'
surements are presented in reference F-2. The accelerometers cost approxi- :;if
mately $1,200 each. EF§§§

2.07 Relative Motions. The relative displacement between the two concrete

pontoons while they were connected, using the later rubber connector design,
was monitored with the use of a specially designed articulated mechanical
transducer. The unit was constructed of anodized aluminum with a U-joint

fixture at each end and a rotating extendable tubular section between them.

The device measured the rotation about the perpendicular axes, in the plane of
the end sections of the floats, and the relative distance and rotation between
the two floats. (See figures F-15 and F-16 for more details.) From this con-
figuration, all six degrees of freedom associated with the relative motion of

the two pontoons were computed.

The five rotational motions were sensed using Vernitech Model 106 Sine-Cosine
potentiometers with an overall accuracy of 0.3 percent. The single linear
measurement used a Model-111 linear potentiometer with a full range of 8 in,
and an overall accuracy of 0.015 percent. Cost of this instrument was esti-
mated to be $5,500.

2.08 Wind Speed and Direction. A cup anemometer (photo F-7) was mounted on a

pole atop the piling where wave gage No. 5 was attached. The anemometer was
set at a height of approximately 30 ft above MLLW and was used to measure R
speed and direction. Duration was deduced from the anemometer records. The |
anemometer was operated continuously and was used to turn on the complete mon-
itoring system when the wind speed reached a preselected speed duration level.

The cost of the anemometers was $U450 each. %

2.09 Concrete Strain. Measurements of internal concrete strains were made at

12 locations on the west module using rebar strain gages (figures F-17 through

F-25). The gages, which were built at the University, were constructed using

F-21
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FIGURE F-18.
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FIGURE F-19.
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a 3-ft piece of No. 5 rebar machined to 1/2-in. diam over a 6-in. section at
the center. Four strain gages were attached and wired into a complete bridge
circuit. The gages were then sealed, using standard strain gage sealants;
then a self-adhesive heat shrink tube was placed over the finished unit for

both mechanical protection and as a final sealant (photo F-8). Two sets of

gages and lead wires were attached to each unit. Each gage was checked (cal-
ibrated) and the gages and electrical leads were attached to the breakwater

reinforcing steel using standard wire ties. The lead wires were routed along
the rebar to the instrument compartment. Cost of the internal concrete strain

gages is estimated to be $450 each.

2.10 Temperature. The temperature sensors used were manufactured by Analog
Devices (Model AC2626). They are laser-calibrated two-terminal transducers.
The electrical output is a current linearly proportional to absolute tempera-
ture. Because of the unit's high impedence current output, it is insensitive
to voltage drops over long lines, thus enabling remote monitoring with no need
for costly transmitters or special wire. The unit is also insensitive to sup-
ply voltage changes above 3 V, thus allowing for battery operation. The units
used were housed in a stainless steel tube 3/16 in. by 3 in. Measurements
were made of surface water, air, and internal data recorder temperatures. The
overall accuracy of each was *0.8° C. The cost of each temperature sensor was
$20.

2.11 Current Speed and Direction. An off-the-shelf Series 500 Marsh McBirney

electromagnetic water current meter was used in an attempt to measure the x
and y components of water velocity. The Model 512 unit with a 1-1/2-in. probe
was used. The current probe was mounted under the center of the pontoon. For
a number of reasons, satisfactory current measurements were never obtained.

The cost of this current meter was $4,500.

2.12 Rubber Connector. Strainsert, Inc., standard internally gaged hex head

steel bolts were used to measure the axial forces on the flexible connectors
(photo F-9). Two different connectors were used in the breakwater experiment.
In both cases, four bolts were used to monitor the axial forces between the
rubber sections (figures F-26 and F27). The bolts were instrumented by drill-
ing a 0.15-in. hole in the end of the bolt approximately 3 to U4 bolt diam

F-30
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FIGURE F-26. Vertical Fender Connector,
Load Sensing Bolt Locations

deep. A complete strain gage bridge was then mounted at the bottom of the
hole using an inflatable Teflon tube and special adhesives technigues. Cost
of the bolts was $400 each for the 1-in.-diam bolts and $700 each for the

2-in.-diam bolts.

2.13 Rigid Connection. Four of the 1-1/U-in.-diam, 11-ft-long, high-

strength steel bars, that were used to bolt the two ¢ crete floats together
rigidly, were instrumented in the same manner as the rubber connector bolts.
These bars were placed in the four outer corner positions in the rigid con-
nection (figure F-28 and photo F-10). The cost for instrumenting the bars
was $1,200 each.

3.0 Monitoring System Installation and Operation. Strain gages for mea-

suring internal concrete strains were the first of the monitoring instruments
to be installed. Fourteen gages were attached to the reinforcing steel at

11 locations on the western float the day before the concrete was placed
(photo F-11). Two more (crossed) gages were mounted in the deck reinforcing
steel while the concrete was being placed (photo F-12). Eight of the gages
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FIGURE F-28. Rigid Connector, Load Sensing Bolt (Bar) Locations

measured longitudinal strains at the top and bottom edges of the float, while
the remaining eight gages were installed in pairs to measure shear strains in
- the four float surfaces. Leads for the gages were routed through the rein-
forcing steelwork to the area that would eventually become the hollowed out

. end compartment housing the data acquisition system.

Final anchoring of the concrete breakwater was completed on 16 July 1982.

Then, installation of the monitoring equipment began. Working conditions
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i at the West Point test site were fairly difficult (photo F-13). Even in a

dead calm, tidal currents swept past much of the time; and unannounced ship

les,

wakes poured water across the decks into the equipment compartment through
the flush mounted deck hatch. Immediately, the need for a secondary hatch

with a combing became apparent if the end compartment were to be accessible.

S e Al b

The new hatch (photo F-14) was not completely watertight, but it allowed
access into the float so that installation of the data recorder could pro-
ceed. In the period between early August and mid-September, the pressure
transducers were bolted onto the sides and bottoms of the floats. Five
wave staffs were anchored in place, and the tide gage and anemometer were
attached to the fixed piling at the east end of the test site (photo F-15).
Electrical leads from all these transducers, as well as those from the

12 anchor load cells, were fed through a conduit located under the center
of the west float. The conduit opening was located under the center of the
float to minimize the motion of the wire bundle, but this was done at the
expense of accessibility since divers were required every time a lead was
replaced. Batteries were brought on board and placed in the battery box
which also housed the portable generator used to recharge the batteries and
provide power to the equipment compartment while work was being done below
deck (photo F-16).

The equipment installation process was complicated by the early onset of
what was to be an abnormally severe winter storm season. Water leaked into

the interior storage compartment from waves which continually washed over the

deck creating an unusually cold and damp working environment (photo F-17).

Shortly after being anchored in place, three of the spar buoys were found

A

broken. All the buoys were broken where the 8-ft-long staff joined to the

Dt
LIS

main body of the buoy. A third buoy was missing completely. The probable
cause of the damage was fast tidal currents and/or waves. The opening of
the gillnet fishing season caused additional problems. Although the test
site location had been well publicized to all mariners, particularly local ‘ ;
fishermen, 600 ft of gill net became entangled in the breakwater and broke |lt:ﬂ
one of the two remaining wave staffs. Two new buoys were deployed; but,

LI

within a week, one buoy had broken and another had been torn out by a large
wave-borne log (photo F-18). By the end of the first week in October 1982,
seven spar buoys had been damaged or destroyed (photo F-19). By mid-October,
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the attempt to repair the flexible connectors between the two concrete floats \1\5gf
LA

was abandoned, and fenders and bumpers were put in their place. All four of t; ol
P

the strain-gaged bolts in the original flexible connector were destroyed be- RO

fore any measurements could be made. The relative motion between the discon-
nected floats was great enough to pull apart the leads which had to bridge
the connector gap. These leads carried signals from all the accelerometers

and pressure transducers mounted on the east float.

When the data acquisition system became fully operational in mid-November,
only one spar buoy on the north side of the concrete breakwater remained.
Most of the pressure transducers had been torn off the south side of the
breakwater by waves, and electrical leads to 10 of the 12 anchor load cells
were broken. On 9 December, commercial divers hired by the University con-
nected new leads to three upper and two lower concrete breakwater anchor

load cells. The three repaired upper load cell leads lasted less than a
month before divers were again hired to replace them. The load cells them-
selves remained undamaged throughout the test, but the unarmored four conduc-
tor wires leading to them proved to be vulnerable to damage; and before the

test program ended on 31 January 1983, a total of 18 electrical leads (ap-

proximately 2,500 ft of wire) was replaced at the test site (photo F-20).

Shortly after the data acquisition system was brought on board, a second

AR RN
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generator had to be purchased for use while the first was being overhauled

1Y

because of saltwater damage. Even with a new generator, very little battery

charging time was available between storm systems; so backup batteries were itit::
charged on shore and then taken to the breakwater at about 2-week intervals. ::i\_t
ALY
Each of the four large batteries required to operate the system weighed over ;-“{ﬁ
AN )

v
+ - [

100 1b. Their replacement was a difficult and time consuming task. Several
times the batteries were not replaced soon enough, and the system turned off.
Such was the case when the worst storm of the entire test program occurred
on 21 December 1982.

Even though the unusually stormy weather showed no sign of easing, success in
the collection of data improved as the winter wore on. After the replacement
of seven wave buoy staffs, reinforced staffs and modified buoy moorings nearly

eliminated the breakage problem. With the frequent use of divers, a majority
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of the anchor load cells were kept operating. The anemometer and incident
(piling mounted) wave/tide gage proved to be reliable. By the time the
concrete breakwater was removed from the test site on 7 February 1983 for

the purpose of making the rigid connection between the modules, approximately
20 tapes of data had been collected.

Addition of the steel deckhouse during the rigid connection work was a major
improvement (photo F-21). The deckhouse provided a dry storage area for the
electronic components, two complete sets of lead .cid batteries, and the gen-
erator. At the test site, work on the system could continue even during rela-
tively rough conditions, dramatically increasing the amount of time that the
breakwater data acquisition system was accessible for making repairs and

ad justments.

Throughout the early spring of 1983, considerable progress was made in rein-
stalling wave buoys and reconnecting anchor load cells. Four spar buoys were
securely anchored in place (one on the north and south side of each break-
water), 10 of the 12 anchor load cells were successfully reconnected, and a
backup anemometer was mounted on top of the new deckhouse. By the end of
June, 11 pressure transducers had been salvaged by divers and remounted on

the side of the breakwater using an improved attachment method.

After the pipe-tire breakwater was removed from the test site in August,

a spar buoy was anchored in the vacated spot to serve as a backup to the
incident wave gage mounted on the piling. Eventually, an eight-buoy direc-
tional wave array was anchored in this location (photo F-22). See refer-

ence F-3 for details of the directional array study.

In November 1983 the concrete breakwater was removed from the test site.

The two rigidly connected floats were parted, and the redesigned flexible
connectors were fastened between them. A relative motion sensor mounted be-
tween the two floats and four strain gaged bolts (located in the outer edges
of each connector) completed the monitoring program's large complement of in-
strumentation (photo F-23). The breakwater was reanchored at the test site
on 1 December 1983, and the wave and anchor force transducer leads were re-

connected to the data acquisition system. A week later, a Waverider wave
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measuring buoy was anchored 600 ft south of the incident (piling mounted)
wave gage to allow a comparison of records from the two types of wave mea-
suring devices (photo F-2U4). At this time, 13 wave gages were connected

to the data acquisition system (1 piling mounted, 8 spar buoys in the array,
2 spar buoys on the north side of the breakwater, 1 on the south side, and

the Waverider buoy).

The deckhouse addition, increased experience, and a return to a more normal
weather pattern all contributed to a continual improvement in the data collec-
tion success rate. By the end of the monitoring program on 31 January 1984,
121 data tapes containing approximately 1,000, 8-min time series of 80 input

channels each had been obtained.

4.0 Equipment Evaluation.

4,01 Data Acquisition System. Of approximately 8,000 hr that the data acqui-

sition system could have been collecting data on board the breakwater, it was
operational for 4,500 hr or 56 percent of the time. Time spent adjusting the
system or recharging the batteries on board the breakwater is not included in
either the hours available for data collection or hours opérational. After
initial installation problems were solved, the system was removed from the
breakwater six times for repairs and was entirely absent from the test site
approximately 750 hr, exclusive of the time the concrete breakwater itself

spent removed from the test site for connector modifications.

No single part in the system appeared to be particularly prone to failure.

Component failures occurred on the transducer signal conditioning cards, on
the serial cards, on the analog to digital cards (A to D cards), and in the
tape drive electronics. Some programming errors had to be corrected in the
software that controlled the system, and several electrical connector prob-

lems occurred.

Power supply problems were the major source of system downtime. For a number
of reasons, the amount of power required was higher than originally antici-
pated. For several weeks, near the start of the monitoring program, persis-

tent high winds caused an 8-min time series of all 80 channels to be made each
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hour. More power was required to record the unanticipated abundance of data.
Also, because the tape was continuous, storm data, in at least one instance,
were written over before the tape could be removed. Additionally, short
circuits caused by broken transducer leads were believed to be a source of
power drain, but the most serious problem developed when one of the power
supply's DC to DC converters failed. The converter was not a standard item
and had about a 4-month delivery time. A spare had been purchased and was on
hand, but the specification plate had been mislabeled at the factory. The
replacement unit was not usable, and a simple removal and replacement job
turned into a complicated problem. A temporary power supply was assembled
from available components, but problems with the system, related to the power
supply, continued until a new converter was installed 4 months later. The
increased power requirements and the difficulties involved in keeping the
batteries charged combined to shutdown the system several times, particularly
during the first winter of monitoring.

By the end of the monitoring program, the data acquisition system had become

a well used piece of equipment. Even the capability for system interrogation
via telephone lines for transducer monitoring and data transmission was uti-
lized for a short period of time. A 2,000-ft-long electrical cable was laid
from the breakwater to shore, and some data transmission was accomplished, but
waves and tidal currents soon broke the connection. A second cable was laid
Wwith similar results, and no further attempts to provide remote access to the
system were made.

4,02 Wave Buoys. Overall performance of the wave measuring buoys was good
considering the conditions under which they had to operate. The buoys ap-
peared to be stable in all observed wave conditions, except for a slight low-
frequency horizontal (sway) oscillation. The buoys were relatively easy to
transport and install, and their modular design made repair or replacement of
parts a simple task.

After the upper portion of the buoys was reinforced to solve the initial prob-
lem with breakage, the buoys proved to be very durable. Arriving at a satis-
factory method for anchoring the buoys in place was a more difficult problem.

Initially each wave buoy was tethered between two taut-line floats, which were




anchored with 250-1b concrete anchors. When tidal current speeds exceeded one
knot, the buoys were pulled under the surface or were displaced laterally from
the desired wave measurement location. To solve the mooring problem, the
buoys were tied into the breakwater anchor systems as shown in figure F-9.
This modification, combined with adjustment of the vertical

location of the attachment collar, finally produced an acceptable anchoring

arrangement.

A number of other problems with the wave gages were encountered, but they
were considered routine maintenance. The electrical leads running from the
buoys to the data acquisition system were damaged and had to be replaced
several times. Also, after several months of use, the stainless steel re-
sistance wire on the staffs tended to break, either because of corrosion or
debris impact damage; and on one occasion a small brass screw retaining the
upper end of the resistance wire corroded and caused electrical problems.
Although not a common problem, some of the circuit boards inside the wave
staffs did fail and had to be replaced. Finally, some of the buoys slowly
lost buoyancy, and empty Clorox bottles were tied on to raise them to the

proper height.

4,03 Piling-Mounted Wave Gage. The operating principal of the piling-

mounted wave/tide gage was identical to that of the wave buoys, and exactly

the same electronics were used in both instruments. An open framework gal-

vanized steel cage protected the gage from debris damage. The original gage
operated for 6 months before numerous breaks in the stainless steel resist-

ance wire caused it to fail. A backup gage was installed in April 1983.

The gage electronics failed once during the second winter of testing, and

a spare circuit card had to be used during the last several months of test-

ing. Breakage of the resistance wire was a problem common to both the pil-

ing mounted and buoy mounted staffs. Some form of corrosion in the vicinity
of an epoxy bead that held the wire in place is suspected as a cause of the

problem.

4.04 Anchor Force Load Cells. The anchor force load cells were the most

difficult transducers to maintain because of the vulnerability of the elec~

trical leads. Divers were used six times to lay new wires, and several other
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attempts were aborted because of bad weather. The Electro-Oceanic underwater

e LA
’y
L4
.,
e

connectors on the load cells allowed each replacement of the wires by divers.

™
A 4

However, because of the small changes in voltage associated with these trans-

A

ducer signals, those connectors were probably responsible for an excessive
amount of electrical noise and drift in many of the records. Four of the

L load cells were recovered at the end of the test program; and although they

. were somewhat scarred by 2 years of service underwater, posttest calibrations

indicated they were still operating normally.

4.05 Embedded Strain Gages. Except for minor connection problems, the

16 embedded strain gages operated normally throughout the test program.
- Strains in the concrete proved to be much lower than originally anticipated,
:7 and most of the data collected during the first winter were in the noise re-
e gion. This problem was corrected on 26 May 1983 when the gains of all the
:L gages were doubled. Data collected from this time on were suitable for

analysis.

4.06 Strain Gaged Connector Bolts. As described previously, the first

flexible connectors were destroyed before any measurements could be made by
four 1-in.-diam strain gaged bolts located at the top and bottom of each

< connector. In the rigid connection configuration, each of the four corner,
1-1/4-in.-diam by 11-ft-long, bolts had a strain gage bridge inserted in a
0.15-in.-diam hole that was drilled 17 in, into the bolt. While the rigid
connection was being made, the bolts were submerged in water, and all the
gages were damaged. Readings were obtained for a short period of time from
only one of the bolts. The second pair of flexible connectors was instru-
mented also with two 2-in.-diam load sensing bolts each. All four bolts
were operational initially, and data were collected for a number of storms;
- but one by one, they all failed over the 2 months that the second flexible

o connector was being tested. Failure of the gages was due to the leads be-

- ing twisted as the bolts rotated in their holes. Two of the leads were com-
pletely twisted off, and the other two were wrapped into balls around the
heads of the bolts. Some data were obtained from these bolts during a

number of storms that occurred in the last 2 months of testing.

4.07 Pressure Transducers. All of the pressure transducers that were
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mounted on the south side of the breakwater were lost in the first 3 months
of testing. An electrical conduit attached to the side of the floats was
the main support for the transducers. The conduit, installed as part of the
breakwater construction contract, was not able to resist wave forces and de-
bris impacts. As each section of conduit was torn off, the attached trans-
ducers went with it. Transducers mounted on the bottom of the float fared
somewhat better. All survived physically, but electrical leads to four of
them were damaged during the test period. Three of the gages operated con-
tinuously. Parts of the side-mounted transducers were recovered by divers,
new housings were made, and they were reattached in August 1983. The new
attachment method, designed by the University, worked very well; and all of
the transducers provided data throughout the rest of the test.

4,08 Anemometer. A Weather Measure anemometer was mounted on top of the
fixed piling at the test site. This type of instrument was selected because
it combined a relatively low cost and adequate reliability for the short du-
ration of the test program. In January 1983 a backup anemometer was mounted
on top of the newly added deckhouse at an elevation of approximately 10 ft.
Both of the anemometers were replaced once during the test program.

4.09 Accelerometers. The water-tight compartments in which the acceler-

ometers were to be mounted were usually completely filled with salt water.
The University's original housing for the accelerometers was not designed
to be hermetically sealed, and saltwater corrosion of the accelerometers
was a problem initially. After modifications were made to the housings,

a considerable amount of acceleration data were obtained during the later
portions of the test program.

4.10 Current Meter. The Marsh-McBirney electromagnetic current meter was

mounted on the 4-in.-diam conduit attached to the bottom of the concrete
breakwater. Because collecting current data was assigned a low priority,
the meter was not installed until well into the test program. After it was
installed, erratic data were collected for a short time before it failed en-
tirely. When the meter was recovered at the end of the test, the sensor ap-
peared to have been damaged either at the time of its installation or by
debris that was carried under the breakwater by tidal currents.
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4.11 Relative Motion Sensor. The relative motion sensor was the most elab-

orate transducer designed and fabricated by the University. It was fastened
;: between the two concrete units only during the test of the second flexible
‘ connector design in January and February 1984. The sensor was removed and
replaced twice for repairs because water leaked past the rubber boots which
- surrounded the sliding and rotating parts. The quantity of data obtained
from this transducer is yet to be determined.

5.0 Data Analysis. Original planning for the monitoring program did not

address details of the methods and equipment required for processing the
data to provide basiec statistical data and auto and cross-spectral analyses.
The University of Washington planned to use in-house data processing equip-

ment and graduate student assistants for writing data analysis programs.

Because of the effort that was expended in attending to the problems that
arose during the initial installation of the monitoring equipment, the de-
velopment of data analysis procedures did not receive full attention until
November 1983. Although results from the first of the data tapes to be
analyzed indicated that several key transducers might not be operating prop-
erly, data analysis techniques had not been refined enough to pinpoint the

problems. Efficient maintenance of the data acquisition system was found

to require rapid analysis of the data tapes as they were retrieved from the

OO

breakwater, but the capacity of the University's microcomputer was tazed,

and data analysis was tedious and time consuming. Work on software was at

- a fairly advanced point when the computer failed. Repeated repair attempts

o, 4,
s % 5

were futile. Finally the University was authorized to purchase a new and

more powerful machine. By the beginning of the second year of monitoring,

..

-

computer programs for spectral analysis, filtering, and removing signal
drift had been developed. The capability to analyze data tapes quickly
during the last 4 months of the project helped dramatically in the early _
detection and repair of problems in the data acquisition system and the i }‘k

monitoring transducers.

6.0 Monitoring Cost. The initial cost reimbursable contract with the

University of Washington was for 2 years at an estimated $280,000. Unan-

ticipated costs for repair and replacement of equipment added $79,000, and
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> extension of the monitoring program by 1 year increased the total program 5dﬁ;%

st SRS

L‘: cost from $230,000 to $589,000. This $589,000 was distributed as follows: ng-’

’4 ' .
> $140,000 for initial purchase and fabrication of hardware, $20,000 for sup- 5¢

port equipment, $202,000 for salaries of University personnel, $92,000 for
University overhead, $105,000 for repair parts and materials, and $30,000
for data analysis equipment. An estimated $90,000 in equipment was returned

to the Corps at the end of the monitoring program.
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Photo F-1. Photo depicting data acqui- Photo F-2. Photo depicting signal
sition system (data logger on left, conditioning cards.
signal conditioning cards on right).
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- Photo F-3. Attaching anchor force Photo F-4. Strain gages being
- load cell to anchor line. attached to the load cell.
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:: Photo F-5. Photo depicting 25-ft-high Photo F-6. Photo depicting
- spar buoys. pressure sensor on bottom of

float.
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Photo F-7. Photo depicting Weather Photo F-8. Photo depicting a
Measure anemometer. rebar embedment strain gage.

Photo F-9. Photo depicting load Photo F-10. Strain gages measur-

sensing bolt in vertical fender ing loads in the corner bolts of
connection. the rigid connection.
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Photo F-11. Photo depicting embedded Photo F-12. Strain gages belng R .
strain gages in sidewall and upper placed in leck during construction }TEG{
and lower edges. of concrete float. Ty
Salaka
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Photo F-13., Photo depicting typical Photo F-14. Photo showing second-
working conditions during first ary hatch to keep waves from wash-
summer. ing into the equipment compartment.

Photo F-15. Photo depicting piling Photo F-16. Photo showing original
that supported the tide gage and storage box for the generator and

anemometer. batteries.

¥
Photo F-17. Working under adverse Photo F-18. A large log destroying
conditions inside the float. several wave buoys and pressure
transducers.
F-47
-‘A‘}'A.‘J.’J\.LA':_‘:I."_'A“:I? ‘:A\A.'—‘l‘f;“;l.‘;n-ﬂ._-}';.'.h.‘ A ';‘:.'!..L . ..'-.L‘-":_‘; ' a .. e ez 4“'-'4.'_..'; '._.t PRAR S A'; :-.‘:'—'..'._:- .';_‘ .‘;' .’..--':'n':.f :'-':.v’:."- ool e 04




La e TR T R LTS T AT AT AR A A AR L AR e DA A e S A A U A A A A ettt be e e Ras e TON ) Ve bk Rt h el vA Al el piabl

J[ >, --' p.. v.

-

Cal S e

SR
7 2 R ¥ R P

. o .
-l"‘h'.

DERD
sy

Photo F-19. Photo showing drifting
kelp typical of debris which caused
damage continuously.

Photo F-21. Photo depicting deck-
house which greatly improved work-
ing conditions.

Photo F-23. Photo showing relative
motion sensor which was used when
the horizontal fender connector was
tested.

Photo F-20. A diver installing a

new electrical lead to an anchor
force load cell.

Photo F-22. Photo showing the
wave array anchored in the vacant
pipe-tire breakwater location.

Photo F-24., A Waverider buoy
collecting additional wave
data.
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APPENDIX G

TEST RESULTS

1.0 Introduction. During the course of the Prototype Floating Breakwater
Project, 121 data tapes containing approximately 20 megabytes of data per

tape were collected. The parameters that were measured included incident

and transmitted waves, wind speed and direction, anchor line forces, stresses
in the concrete units, relative float motion, rotational and linear accelera-
tions, pressure distribution on the concrete breakwater, water and air temper-
atures, and tidal current data. The data analysis methods for wave attenua-
tion and anchor force measurement results are presented in this appendix.
Analysis of the Prototype Test data will continue, and results will be pre-
sented in future reports.

2.0 Method of Data Analysis. The data analysis process was carried out in

two steps: (a) retrieving measurements from the data tapes and (b) analyzing
statistical data. In the field, the Data Acquisition System (DAS) collected

a 1-min-long record of data every 2 hr, Summary statistics of these data were
computed automatically and recorded on the tape. (Summary statistics included
the mean, minimum, maximum, and standard deviation.) After the statistics
were recorded, the DAS would check to see if any of the preset thresholds on
selected parameters were exceeded. If triggered, the DAS would initiate a
time series collection during which 512 sec of data were collected from each
of 80 channels. The sampling rate was 4 Hz for all data collection (240 sam-
ples per channel for a 1-min record and 2,048 samples per channel for a time
series).

After each data tape was retrieved from the breakwater, a summary or map was
made showing how many 1-min records and time series were recorded on the tape.
Included in the mapping of the tape was a listing of the 1-min summary statis-
tics. Figure G-1 is an example of a tape summary for tape number 54, and fig-
ure G-2 presents the statistics for 1-min record number 12. The tape summary
shows also how many glitches exist and where they are on the tape. A glitch
is any spot on the tape where the tape drive cannot retrieve the data. (Nor-

mally only a few samples of data per channel are lost when a glitch occurs,
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STATISTICAL RECORD AND CLITCH MAP

TAPE IN : 7/12/83 5:00 AH
TAPE GUT : 7/14/83 11:00 A4

THPE & 54
TRACK 1
: SRt TS1 %
[ sR2 TSR
SR3 153
SRA  T54 %
., SRS TS5
L. SR&  TS6 %
- SRT 157
N
P TRACK 2 LECEND
ld - ————
b
¥ SR = ONE MINUTE RECGRD STATISTICS
- 5 = TIME SERIES
- SR8 138 % t = GLITCH
‘ SRY 1S9
SR10 510
SR1L TS11
SRz 1512
SR13 1513
SR14 1514
TRACK 3
SRS TS15
SR16  TS16
SRIT 1517
SR18 7518
SR19  TS19 %
SR20 1520
TRACK 4
sk21  Ts2t

FIGURE G-1. Data Tape Summary Sheet
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1 MIN. STATISTICAL DATA SUMMARY

THPE ¢ 54

TAPE IN © 7/12/83  5:00 AM
TAPE OUT : 7/14/83 11:00 AM
# OF SAMPLES = 120

TAPE TRACK = 2

1 HIN REC. No. = 12 7/13/83  4:59 aM

QUANTITY/CH. ¢ HEAN STD.DEV KAX HIN
ANCH.FORCE(T) 2662.54 33.23 eiee 2526
ANCH.FORCE(8) 614.25 1468.34 4093 0
TIDE HT(16) 914.84 39.93 584 783
VERT.ACC{41) 115.43 8.51 127 35
WIND SP.(73) 55.93 6.78 109 82
WIND DIR.(75) 236.60 13.50 254 168

SINGLE SAMPLE VALUES

CURR. VEL . X(77) 233
CURR.VEL Y78} a5
WIND SP. (74) 77
WIND DIR.(75) 234
=10V (83) 138
+10V {84) 114
-24v {8%) 156
24V (86} 91
-V (87) 127
+5V (88} 125
WATER TENP (89) 0

FIGURE G-2. One-Minute Record Statistics Sheet

and the time series is still of value. There is no apparent cause for a
glitch, but it is probably a function of temperature and/or a malfunction of
the DAS.)

Once the mapping was completed, the 2,048 measurements that were made for each
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of the 80 channels during a time series were reformatted, and summary statis-
tics were computed. An example of the time series summary statistics is shown
in figures G-3 and G-4. In figure G-3 the tape number, 1-min record number,
and scale factors are shown. The scale factor converts the data recorded on
the tapes to physical units. For example, when the data recorded

Sumaary of Statistical Data for West Point Floating Breakwater Project 7/12/83 to 7/14/83
Nuaber of samples per event = 2048 Sampling Rate = 4.00 hertz

1 Days O Hrs. 3 Min. froa beginning of tape (ALl Mim, Max vaiues Measured from Zero Mean)
Tape Nuaber 54

1 Minute Record Number 12
Tine Series Number 12

SUMMARY OF SCALE FACTORS

CH.ND. 1 2 3 4 S 6 1 8 9 10

L CODE LNWC LNEC UNWC uswc UNEC USEC LSWC LSEC LNT UNT
SFACT. .027 .027 027 027 .027 .027 .027 .27 .019 019
GH.NO. 1 1 13 14 15 14 17 18 19 20

L Cooe usT LST FRS FRC FRN TIicE INC BUDY WV-NW WU-NE WV-54
SFACT. 019 .019 1.600 1.000 1.000 012 1.000 .031 .031 .03t
CH.NO. 3 a2 a3 24 a3 26 a7 28 (<] 30

L CODE  WV-SE Pi-NU P2-NL P3-BNC  P4-BED PS-BEI  P&-BCC  PT-BWI  P8-BWO  P9-85C
SFACT. .031 .004 1.000 .004 .004 .004 .004 1.000 .004 .G04
CH.NO. EN 32 33 3 3B 36 37 a8 39 40

L COoE P10-5CU P11-SW1 P12-SW2 P13-SW3 P14-5CL PiS-SE3 P14-SE@ P17-SE1 PL8-EP1 P19-EP2
SFACT. 1.000 1.000 1.000 1.060 1.000 1.000 1.000 1.000 1.000 1.000

CH.NO. 41 42 43 44 45 46 47 48 49 50
L CODE P20-EP3 P21-EPA PR2-EPS P23-EP6 NULE NBLE SBLE SWE NT1 NT2
SFACT. 1.000 1.600 1.000 1.000 1.470 1.470 1.470 1.470 1.470 1.470

CH.ND. s 52 L] 34 S5 Sé 57 58 59 &0
L Cobe BT1 872 uTi uta sT2 ST1L NULC NBLC sSwc sBLC
SFACT. 1.470 1.470 1.470 1.470 1.470 1.470 1.470 1.470 1.470 1.470

CH.NO. 61 &2 63 64 65 46 67 68 &9 70
L CooE W VERT W HORZ W ROT E VERT E HORZ € ROT WUR WHR EVR EHR
SFACT. 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000

CH.NO. 71 12 73 74 75 76 77 78 79 80
L COoE CLH CRM WIND SP WIND SP WIND DIR WIND DIR N-S E-W CON1 cona
SFACT. 1.000 1.000 -400 .400 1.412 1.412 1.000 1.000 1.000 1.000

FIGURE G-3. Time Series Summary Statistics, Tape Number,
1-Min Record Number, and Scale Factors
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PROBLEM PROBLEN PROBLEA '::-':'
IHIN = nenu»“‘““} (NO DATA)-___¥ {BAD CHANNEL) RO

Ry

CH.NO. 1 2 3 4 S 4 7 8 9 10

max. 4.905 000 24.141 617 5.193 000 4.293 46.588 1.978 4.722

HIN. -5.949 000 -9.825 -87.970 -3.177 000 -5.211 -63.977  -.764  -6.046

HEAN 4).023 000 9.825 109.948  3.177 .000 78.651 63.977 15.166 13.114

STOEY.  2.025 000 7.806  7.077  1.73% .00 2.533  54.578 681 2.164

CH.NO. 11 12 13 14 15 16 17 18 19 20

HAX. 507 4.062 .000 000 28.027  1.263 25.505 .000 .523 .000

HIN. -.95%  -.080 .000 000 -19.973  -3.393 -18.495 000 ~.449 .009

HEAN 12.945 .080 .000 .000 1719.973  10.593 178.495 000 3.290 7.905

STDEV. .133 .396 .000 000 7.596 412 11.207 .000 .203 .000

CH.NO. 21 22 23 24 23 26 27 28 29 30

mx. .000 .049  13.466 .000 .027 .000 .000 .000 .000 .600

HIN. 000 -.043 -10.534 000 -.029 .000 .000 .000 .000 .000

HEAN 7.903 .607 151.534 .000 .065 000 1.020 255.000 1.020  1.020

STDEV. .000 019 4,318 .00 011 .000 .000 .000 .000 .000

CH.NO. 3 32 K<) 39 35 2 a7 38 39 Q0

MAX. 8.742 122.883 5.776  7.662  6.746 7.532 7.018 76.342 155.875  9.214

HIN. -8.258 -132.117 -.224 -9.338 -8.254 -10.468 -8.982 -102,.458 -99.125 -90.784

HEAN 12.258 132.117 .224 128.338 153.254 127.448 123.982 178.658 99.125 245.786

STDEV.  2.810 86.428 85§ 3.210  2.896 3.267  3.267 38.563 46.894 20.313

CH.NO. q1 42 4 a4 45 44 47 43 49 50

rAX 78.061 000 13.039 B81.570 22.626 20.435 32.575 12.726  5.761  5.960

nIN.  -111.939 .000  -6.961 -98.430 -25.884 -22.195 -36.515 -13.734 -4.529 -4.330

FEAN  176.939 255.000 135.961 155.430 240.504 238.865 255.545 232.764 188.27%9 157.2i6

STOEV.  41.846 000 3.385 24.777 B.007 5.478 10.587 5.238 1.657 1.431

CH.NO. 51 52 53 54 55 54 57 58 59 40

MAX . 6.160  9.358  5.461 13.405 6.932 11.853 18.674 11.044 8.873 20.052

HIN. -5.600 -11.222 -4.829 -10.115 -9.238 <-B8.727 -16.606 =-6.596 -5.827 -22.578

MEAN  167.300 177.332 200.339 211.505 170.938 141.027 122.446 172.706 121.957 165.168

STDEV.  1.412 3.064 1.506 2.895 2.176 2.638 5.481  2.008 1.460  4.038

CH.NO. 61 62 83 64 65 86 67 48 69 70

HAX. 21.912 28.423 22.507 1.273 13.200 000 166.392 168.935 166.977 168.185

MIN.  -23.086 -24.577 -23.493 -1.727 -2.800 .000 -52.640B -55.065 -54.023 -53.815

MEAN 116,088 120.577 129.493 101.7287  2.800 255.000 ©8.408 ©8.065 83.023 66.615

STOEV.  7.212  9.387  7.034 495 3.180 .000  B0.363 B0.434 B80.645 81.231

CH.NO. n 72 73 74 75 76 77 78 79 80

nAX.  205.157  7.122 49.437  50.639 .589 .049 .000 000 29.921  28.%569

MIN.  -49.843 -21.876 -16.763 -14.561 -23.415 -B.423 .000 .000 -24.079 -24.431

HEAN 47.843 247.878 52.363 51.361 359.470 360.011 295.000 255.000 70.079  69.431

STDEV. 98.930  B.492 11.994 11.520 2.349 .48 .006 .000 8.987  8.990

FIGURE G-4. Time Series Summary Statistics, Channel Statistics
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for BWSYR12, Tape Number 54, and 1-Min Record Number 12
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for channel 16 (the tide gage) is multiplied by 0.012, the values are con-
verted to units of feet. An explanation of the acronyms used in figure G-3
and the physical units of each channel is found in Table G-1. Figure G-4
provides a listing of the channel statistics for BWS4R12, tape number 54,
and 1-min record number 12. Sensor and DAS malfunctions can be evaluated to
a limited extent by examining the channel statistics. In figure G-4 some of
the problems that occur on the summary statistics are shown. Additional in-
formation on system performance was obtained from point by point (row) plots
of the data. These row plots were particularly useful for evaluating elec-

trical noise and null point drift.

The final step in the statistical analysis was the production of spectral
plots of the data from selected channels using fast Fourier transforms
(FFT's). Because these plots show the variation of energy with frequency,
the data were filtered a final time to remove energy contributions which were
caused by effects with frequencies outside the range of interest. A 0.08 Hz
"low pass" filter was used to remove the long period effects, such as tidal
variations, and a 1.0 Hz "high pass" filter was used to remove the contribu-
tion of very short period phenomena such as ripples. Results of the spectral
analysis were used to calculate, statistically, the significant wave heights
and peak (highest 1 percent) anchor loads; and breakwater wave transmission
coefficients, C. , were determined by comparing the incident and transmitted

wave spectra.

3.0 Data Results. The data presented are based on the summary statistics and
the results of the FFT's. Assuming the data follow a Rayleigh distribution,
the following relationships exist:

X = lUo

xS mo

X = 0.6265Xs = 2.510

X0 = 1.27xs = 5.080 and

X, = 1.67xs = 6.680
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:. where
i Xg = significant value or average of highest one third
{f Xmo © significant value based on energy
o = standard deviation
‘E X = mean

¥ Xqo9 = average of highest 10 percent
'k Xy = average of highest 1 percent (reference A-1)
L
24 The Rayleigh distribution assumption was checked by looking at several time
lﬁ series for wave heights, anchor forces, strains, pressures, and accelerations.
i
e When the data are examined, the significant or 1 percent value is only one
factor involved. Since the response of floating structures to waves is very
dependent on wave period, the period of peak energy density, Tp , of the in-
5 cident wave field was calculated from the FFT, as shown in figure G-5. The
?; peak energy period of the incident wave field appears to be an important pa-
. rameter to consider because the peak energy period of other data such as the
:f anchor forces and concrete strains often corresponded to the measured Tp .
:J When the periods did not correspond they were normally shifted by one spectral
- bandwidth which could be a function of the averaging done when calculating the
%Q 32 B
;Q BW54R12 CH 16
2 | VAR = 0.234
- S(FM) = 3.11
:. Fmax = 0.3594Hz
‘: § To = Froge)™
- & 16 |-
y [
w
R 8
N -1
B *10
4 0 1 L N ]
- 0 4 8 12 16 20
X HERTZ, *10°*-1
o S | i ] j
.- 50 25 15 1.0
. PERIOD (SEC)

FIGURE G-5. Results of Fast Fourier Transform

G-7




LI R A i A O S AR Sl WL S A S S A R R M i A A A L S S 0 B Rl Tt it A S I e AL e £ § e Be AL

~~~~~~~~ -'-J’ f

FFT. Peak values of the anchor force data were of the most interest, but be- ;}u’ﬂ
a“.-"' ":
cause the data were filtered to remove high frequency noise the peaks were not -:»}ﬁ]
» { . -
valid, and a statistical value of the average of the highest 1 percent was ':fz::
[
used to represent the peak force. \ B
'?fﬁiq
_..:-"4-;3:
3.01 Concrete Breakwater. Several configurations of the concrete breakwater RO
hiN .,
existed during the test program; however, because of structural damage to the 34

breakwater or to the DAS malfunction, data, as listed in Table G-2, exist for
-t only three of the five configurations tested. The three configurations are

a. The two concrete floats rigidly connected with clump weights.

b. The two concrete floats rigidly connected without clump weights. };Q;ﬁ

c. The two concrete floats flexibly connected without clump weights. :ﬁiﬁi
Figures G-6 and G-7 show wave transmission characteristics of the three float- iiﬁiﬁ
ing breakwater configurations. In figure G-6 the wave transmission coeffi- ;@gﬁ%
cient, C, , is plotted versus the incident wave height, H; . The trans- iiﬁﬁi
mission coefficient is centered on 0.4. Previous model test data show that,
normally, wave transmission characteristics are very dependent on the wave Zj;i;.
period. However, as described in paragraph 5 of the main report, the geo- nggs
graphical features of the West Point test site limited the range of wave pe- :i:“::

riods for which meaningful data could be collected. This conclusion is con-
firmed by figure G-7 which is a plot of transmission coefficient versus wave
period. The transmission coefficient converges on 0.4, and the range of wave
periods is limited. Because of this limited range of wave period, no definite
conclusions can be made about wave period effect. Figures G-6 and G-7 indi-
cate also that the various configurations of the concrete floats had no sig-

nificant effect on the wave transmission coefficient.

The anchor force data for channels 4 and 7, upper and lower load cells on the
southwest mooring line, are shown in figures G-8, G-9, G-10, and G-11. Fig-
ures G-8 and G-10 are plots of the mooring line force, Fp , measured in one
mooring line versus incident wave height, H; 3 whereas, figures G-9 and G-11

present the mooring line force versus the wave period of peak energy density,

G-8
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: Incident Wave Height, H; , Concrete Breakwater
i 1.0 T i T ¥
- 08 F m
N A a0
g 06 ™
| Lo 7
; o ° o
' 0a b 4 “* 2 .
e o ¢
. L . o © O A
02 - -1
0 ! 1 | ]
[} 1.0 2.0 3.0 4.0 5.0

T, SEC

LEGEND

[ ] RIGIO CONNECTION, WiTH CLUMP WEIGHTS
[ RIGID CONNECTION, NO CLUMP WEIGHTS
[ ) FLEXIBLE CONNECTION, NO CLUMP WEIGHTS

FIGURE G-7. Transmission Coefficient, Ct , versus

Wave Period, Tp , Concrete Breakwater
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FIGURE G-8. Peak Anchor Line Force, Fp , versus Incident
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Tp . There does not appear to be a strong dependence of anchor forces versus

wave height or wave period. The data plots indicate in general that

a. The load in the upper load cell (Channel 4) is approximately 25 per-
cent larger than that in the lower load cell (Channel 7).

b. For the rigid connection, the peak loads in the lower load cell
(Channel 7) decreased when the clump weights were removed, but peak loads
in the upper load cell (Channel U4) increased.

c¢. The type of connection (rigidly or flexibly connected) does not seem

to affect the anchor force.

Analysis of the structural data is just beginning, but Table G-3 includes
some data showing the effect of the connectors on the floats. Table G-3 is
a listing of strain magnitudes as measured by the longitudinal strain gages
in the east end and center of the west float, Channels 45-48. The strains
are very low, especially when compared to the strain values recorded when
the float was lifted from the construction platform and placed in the water
(1,700 u strains).

3.02 Pull Test. A 110-ft tug was used to conduct a pull test on the con-
crete breakwater. The purpose of the pull test was to determine the anchor
stiffness (spring constant) of the mooring lines, which is an important phys-
ical characteristic in the design of mooring systems. While the tug pulled
on the breakwater, the x-, y-, and z-position of the breakwater, the force on
the tow line, and the forces in the mooring lines were measured. The results
of this test are plotted in figure G-12. The anchor stiffness, in kips per
foot, gradually increases to a load of approximately 4 kips for a horizontal
displacement of 4.5 ft from the neutral position. The anchor stiffness then
increases dramatically to 5.2 kips at a displacement of 5.2 ft.

3.03 Tire Breakwater. Wave transmission data and anchor force data were

collected for the tire breakwater. These data are tabulated in Table G-4
and graphically presented in figures G-13 through G-16. Figures G-13 and G-14

are plots of the wave transmission coefficient versus incident wave height and
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wave period, respectively. Figures G-15 and G-16 present the peak anchor E%;?

forces versus incident wave height and wave period, respectively. %2&:i

{33

II For the limited range of data available (H; = 1.0 to 2.3 ft), figure G-13 in- !5%5

L

T dicates that Ct is about 0.42 for incident wave heights up to about 2.0 ft.
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In figure G-14 the transmission coefficient appears to increase as the wave

period increases. This increase is expected, but the wave period range during AN

the test project was not sufficient to show a conclusive trend.

The anchor force data (figures G-15 and G-16) do not show the expected in-

crease in anchor force as the wave height and/or wave period increases. The RN

anchor force is nearly constant, independent of the wave height and wave

period, as shown in figures G-15 and G-16. Several possible reasons for the

behavior of the anchor forces are discussed in paragraph 5 of the main report.

4.0 Comparisons. Two comparisons will be made--one comparing the results of
the two breakwaters and another comparing these data to previous data obtained

from model studies.

4,01 Concrete and Tire Breakwater. The wave transmission characteristics of

the concrete and tire breakwaters are compared in figures G-17 and G-18, Ct

i
the tire breakwater is slightly less effective in reducing the incident wave ﬁf,[ﬁ

versus H; and Cg versus Tp , respectively. Both figures indicate that

field. Although the tire breakwater may be less effective in reducing wave
heights on the leeward side of the breakwater, the windward side is calmer

when compared to the corresponding side of the concrete breakwater, This

difference is due to the reflective characteristics of the breakwaters and
different methods by which each of the breakwaters reduces the wave energy. N
The concrete breakwater uses reflection as the method of wave attenuation. .’
On the windward side of the concrete breakwater large waves are created by l;}
the combined energy of the incident and reflected wave fields. The tire -
breakwater, on the other hand, dissipates the wave energy through turbulence
as the wave moves through the breakwater, and only a small portion of the

energy is reflected. Some potential floating breakwater may be located where

the reflected waves in front of the concrete breakwater would be unaccept-

able. A tire breakwater would be a potential alternative in this situation, 23
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FIGURE G-18. Transmission Coefficient, Ct ,
p

versus Wave Period, T




Figure G-19 shows a comparison of the anchor forces for the two breakwaters.

In order to compare these two, the anchor force data are presented per linear

e d

foot of breakwater. These values were calculated by assuming that the force
in an anchor line was distributed over a given length of breakwater depending
N on the location of the anchor line/breakwater connection and the distance to
3 adjacent anchor lines. For the concrete breakwater, it was assumed that the
- force on the center mooring line was distributed over a length of 37.5 ft and
that for the tire breakwater the force on the center mooring lin: was dis-
tributed over a length of 12.5 ft. Due to extensive design differences be-
tween the two breakwaters and their anchor systems, a direct comparison is
difficult. Figure G-19 implies that the pipe-tire breakwater experienced
J T 1 T
® [ ]
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N 0 CONCRETE, RIGID CONNECTION, NO CLUMP WEIGHTS
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- [ TIKE BREAKWATER
: FIGURE G-19. Anchor Line Force per Foot of Breakwater,
-y Fy + versus Incident Wave Height, H;
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FIGURE G-20. Transmission Coefficient, C. , versus Wave Period,

Tp , and Relative Wavelength, L/W , Concrete Breakwater

significantly greater anchor loads per foot of breakwater. However, it should
be noted that forces measured in individual lines on the concrete breakwater
were actually greater than those measured in individual pipe-tire breakwater
anchor lines. This is shown in figures G-9, G-11, ard G-16. Nevertheless,
because of wider spacing of the concrete breakwater lines (3 lines per 75 ft
as opposed to 9 lines per 100 ft for the tire breakwater), the force in a con-

crete breakwater line was distributed over a greater length of breakwater.

4,02 Model Data. Figures G-20 through G~22 compare the prototype data to
earlier model data. In figure G-20, the relationship between the wave trans-
mission coefficient and wave period for the concrete breakwater is compared to
model data collected for East Bay Marina (reference 2 at end of main report).

The data for East Bay Marina were chosen because the width and draft of the
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model were the same as for the prototype. For the range of wave periods in

5

which prototype data were collected, agreement between the model and the pro-
totype is good. Figure G-21 presents the wave transmission data for the tire

breakwater compared to Harms' model data (reference 5 at end of main report).

KX ooonat

X XAS

The prototype breakwater did not perform quite as well as the model predicted.
There are several possible explanations for this: the relative depth effects,
long period wave energy, and diffraction around the breakwater. The proto-
type data from both the concrete and the tire breakwaters exhibited a substan-
tial amount of scatter, which should be expected in field data. The model
data exhibited less scatter in that the model tests were necessarily conducted
under a set of rigidly controlled conditions including wave characteristics

and angle of attack, unlike the random conditions encountered in the field.

Figure G-22 compares the anchor force measurements collected in the prototype
for the tire breakwater to Harms' laboratory data . The prototype and model
data differ significantly. The anchor forces in the prototype are nearly con-
stant with an increasing wave height, while the model anchor forces increase
with an increasing wave height. The difference between the prototype and

model results probably is related to dissimilarities in the anchor system and

test conditions. The actual tire mat geometry was the same; however, there
were significant differences in the depth of water, anchoring system design,

mooring line elasticities, and ratio of breakwater draft to water depth.

5.0 Conclusions. A large amount of data were collected during this project,
and a number of valuable conclusions have been reached at this stage of the

analysis. The results indicate the following:

a. Current methods of predicting wave transmission are adequate, al-~ Iﬁ:ﬁ
though in critical areas a model study may be required. A model study is rec- :

ommended when wave periods larger than 4 sec are expected at a proposed site. C;Q;:

b. Actual anchor loads can be significantly lower than what models or
theory predict, but the loads may be drastically influenced by factors such
as mooring line elasticity and depth of water. Further studies related to

this area are being addressed in the general research and development studies,

G-21 5;};;
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c. The concrete and tire breakwaters performed very well and are fea- ?:k

A

sible options to reduce wave energy. When choosing either structure, one :n{;
N

should consider the method of energy dissipation. The concrete breakwater e
reflects the waves causing a rougher environment windward of the breakwater; i
whereas the tire breakwater uses energy dissipation which reduces the amount i

of reflection. N
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X TABLE G-1
Y
2 TRANSDUCER INPUT SUMMARY SHEET
3
Anchor Line Forces
i Channel Location Physical
> _No. __Code Location Units
R
2 i LNWC Lower northwest on concrete breakwater kips
" 2 LNEC Lower northeast on concrete breakwater
3 UNWC Upper northwest on concrete breakwater
... 4 USWC Upper southwest on concrete breakwater
- 5 UNEC Upper northeast on concrete breakwater
‘. 6 USEC Upper southeast on concrete breakwater
- 7 LSWC Lower southwest on concrete breakwater
5 8 LSEC Lower southeast on concrete breakwater
9 LNT Lower north tire breakwater
s 10 UNT Upper north tire breakwater
X n UST Upper south tire breakwater
5 12 LST Lower south tire breakwater
Fixed References
- 13 South
. 14 Center (never installed)
2 15 North
3 Wave Heights
it 16 TIDE Tide gage ft
. 17 INC Incident wave buoy
o 18 NW Northwest wave buoy
19 NE Northeast wave buoy
“- 20 Sw Southwest wave buoy RANEN
o 21 SE Southeast wave buoy g )
- RS
- A
»* :'\-;-‘4"
5 Dynamic Pressures )
22 NU North upper psi o
- 23 NL North lower
T 24 BNC Bottom north center
- 25 BEC Bottom east center
- 26 BEI Bottom east inner
27 BCC Bottom center
™5 28 BWI Bottom west inner
&3 29 BWO Bottom west outer
~ 30 BSC Bottom south center
:i 31 SCcu South center upper
f {Continued)

(Sheet 1 of 3)
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_ TABLE G-1 (Continued) X
Anchor Line Forces
Channel Location Physical
No. Code Location Units
Dynamic Pressures
(Continued)
32 SwW1 Southwest number 1 psi
33 SW2 Southwest number 2
34 SW3 Southwest number 3 8N
35 SCL South center lower fb?ip
36 SE3 Southeast number 3 Y
37 SE2 Southeast number 2 HLal
38 SE1 Southeast number 1 Lo
39 EP1 East pontoon number 1 :
4o EP2 East pontoon number 2
41 EP3 East pontoon number 3
y2 EPY East pontoon number 4
43 EPS East pontoon number 5
4y EP6 East pontoon number 6
Concrete Strains
us NULE North upper longitudinal on east end us
of pontoon
46 NBLE North bottom longitudinal on east end
of pontoon
u7 SBLE South bottom longitudinal on east end
of pontoon
L8 SULE South upper longitudinal on east end
of pontoon
49 NT1 North transverse number 1
50 NT2 North transverse number 2
51 BT1 Bottom transverse number 1
52 BT2 Bottom transverse number 2
53 UT! Upper transverse number 1
54 uT2 Upper transverse number 2
55 ST2 South transverse number 2
56 ST1 South transverse number 1
57 NULC North upper longitudinal at center
of pontoon
58 NBLC North bottom longitudinal at center
of pontoon
59 SULC South upper longitudinal at center .
of pontoon e
60 SBLC South bottom longitudinal at center L
of pontoon NN
I-I-\~‘\l
-_*\‘_\'
(Continued) “oasa

(Sheet 2 of 3)
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: TABLE G-1 (Concluded) v

ﬁ . . : : BN

TN

Anchor Line Forces F Oy

L3 Channel Location Physical sl
No. Code Location Units ¥

Accelerometer Data

ﬁj 61 WVA West vertical ft/sec? Lo
~ 62 WHA West horizontal T

63 WRA West rotational
g 64 Eva East vertical
. 65 EHA East horizontal

66 ERA East rotational

Relative Motions

67 WVR West vertical rotational displacement deg

- 68 WHR West horizontal rotational displacement
= 69 EVR East vertical rotational displacement
" 70 EHR East horizontal rotational displacement
7 CLM Center longitudinal motion

72 CRM Center rotational motion

Wind Speed and
Direction

" 73 WS1 Wind speed at tide gage mph REEOR
- T4 ws2 Wind speed at instrument house Do
- 75 WD1 Wind direction at tide gage deg e
x 76 WD2 Wind direction at instrument house i)

Current Velocity

17 N-S North-South
78 E-W East-West

(Sheet 3 of 3)
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TABLE G-2
WAVE ATTENUATION AND ANCHOR LINE FORCE

A DATA, CONCRETE BREAKWATER
N
Incident Transmitted Wave Anchor Line Force
Wave Height Wave Height Transmission Period (1lb)
' (ft) (ft) Coefficient (sec) Channel 4§ Channel 7
f Rigid Connection with Clump Weights
. 1.58 2.75 1,315
. 1.21 2.75 1,276
- 1.82 3.01 1,670
) 1.46 3.01 1,755
1.50 0.62 0.41 2.75 1,495
1.49 2.54 1,536
. 1.12 0.40 0.36 3.01 1,167 1,244
1.04 0.46 0.44 2.54 1,042 1,120
1.95 0.80 0.1 3.7 2,178
2.10 1.09 0.52 3.32 1,982
1.79 0.74 0.41 3.01 1,673
1.32 0.52 0.39 2.75 1,351
1.52 0.54 0.36 2.75 1,403
1.72 0.61 0.36 3.01 1,501
1.29 0.47 0.36 2.75 1,346 1,424
0.88 0.32 0.36 2.54 1,174 1,214
0.98 0.44 0.45 2.40
i Rigid Connection Without Clump Weights
3.61 3.32 2,879 1,296
", 1.56 1.03 0.66 2.05 1,369 1,109
0.80 1,410 1,149
0.80 3.32 1,209 1,076
0.75 1,216 848
. 0.70 1,229 915
- 0.40 0.19 0.48 1,082 835
0.42 0.21 0.50 1,102 762
0.41 1,162 882 s
0.41 868 815 o
: 2.32 2.53 1,349 8u2 RS
- 2.35 2.35 1,376 855 O
2.34 2.35 1,583 875 v
2.08 2.53 1,369 855 _ IRl
4,22 2.82 0.67 2.53 1,744 1,744 :\-:'.\..\
4.90 2.69 0.55 2.75 1,089 755 e
4. 14 1.70 0.1 2.53 888 721 :}Q}:‘.
: (Continued) ‘a._-.
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TABLE G~2 (Continued)

Incident Transmitted Wave Anchor Line Force lfi
Wave Height Wave Height Transmission Period S
(ft) (ft) Coefficient (sec) Channel 4 Channel 7 .
"‘:f\"
Rigid Connection Without Clump Weights (Continued) ;:};f
LA S
)
2.19 0.86 0.39 2.19 975 721 e
1.89 0.84 0.u4 2.35 1,082 868 Yy
1.77 1.18 0.67 2.35 1,242 822 )
2.04 0.82 0.40 2.19 1,369 842
1.90 0.57 0.30 3.71 1,283 888
1.70 2.05 1,456 908
2.50 2.75 2,244 928
1.17 2.53 1,022 1,015
0.7 2.53 1,022 1,189
0.80 3.32 1,096 908
0.65 2.75 1,055 962
0.83 2.53 1,142 928
1.90 0.67 0.35 2.78 1,062
Flexible Connection Without Clump Weights
1.83 0.57 0.3 3.32 1,303
1.80 1,376
3.73 3.03 2,632
1.31 0.70 0.53 3.32
1.06 0.63 0.59 3.01
0.88 0.42 0.48 2.19 1,182
1.72 0.52 0.30 2.75
1.46 0.83 0.57 3.32
1.84 0.78 0.42 2.75 2,131
2.35 0.83 0.35 3.01 2
2.47 0.78 0.32 2.35 -
1.29 0.39 0.30 2.53 935
2.50 0.96 0.38 Pt
2.22 2.53 1,102
2.44 1.21 0.50 2.53 3
2.77 0.96 .35 2.75 vl
1.24 0.47 0.38 2.75 1,069
0.68 1.92 1,015 N
1.00 1,015 RN
2.49 2.75 1,403 ‘ﬂ.:‘
1.07 0.57 0.53 3.75 989 R
0.43 2.35 1,049 RS
0.82 0.34 0.42 2.38 OO
A,
\
(Continued) 'udi;
(Sheet 2 of U) »
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TABLE G-2 (Continued) '2{_‘;;‘
NORENR
Incident Transmitted Wave Anchor Line Force gi;ﬁ;f
Wave Height Wave Height Transmission Period (ib) ‘f: .
(ft) (ft) Coefficient (sec) Channel Y4 Channel 7 ;
o
o %
Flexible Connection Without Clump Weights (Continued) ?';isg
MK
2.13 0.89 0.42 3.32 1,089 Eati R
3.75 1,002 TS
1.39 1,082 s~
2.49 1.05 0.42 3.01 2,1 DN
2.23 1.04 0.47 2.75 2,345 C}ﬁ};if
1.50 0.56 0.37 2.53 1,810 Y
2.57 2.50 1,129 A
0.90 2.35 1,089 ’
0.46 1.92 1,129
1.05 2.53 1,109
1.32 2.13 1,049
0.73 3.01 1,076
2.75 908
1.55 2.53 1,022
2.34 0.97 0.41 2.35
1.90 0.69 0.36 2.35 1,096
1.88 0.82 0.44 2.19 1,049
2.92 2.35 1,055
1.38 0.51 0.37 2.53 1,042
2.33 949
3.4 1.49 0.44 2.35 1,022
1.70 2.75 1,076
1.90 0.56 0.30 2.75 1,069
1.78 1,262 1,089
1.57 1,202 1,109
0.93 1,690 1,162
0.80 1,249 1,102
1.64 1,002
3.26 3.32 1,603 1,136
2.22 3.01 1,236 1,082
1.94 2.05 1,249 969 RS
2.26 0.71 0.31 2.53 1,663 1,109 AR
2.50 0.81 0.32 2.35 1,403 1,049
1.34 0.44 0.33 2.19 1,369 1,002
1.32 0.60 0.45 2.75 1,156 1,089
3.10 1,496 987
3.22 1,610 949
2.38 2.75 1,015
2.77 3.7 1,450 942 AN
(Continued) (Sheet 3 of 4) *-,a
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TABLE G-2 (Concluded) DA

R

'e*.;"‘;

Incident Transmitted Wave Anchor Line Force e

Wave Height Wave Height Transmission Period {(1b) 'A L
(ft) (ft) Coefficient (sec) Channel 4 Channel 7 ;

Flexible Connection Without Clump Weights (Continued)

.46 1.13 0.46 2.53 1,029
.85 1,430 922
.38 1,309 969
.88 1,944 902
.97 1.74 0.59

.1 1,476 949
.10 1,356 1,022
1Y 2.35 1,396 1,029
.80 2.75 1,490 1,022
.29 1.52 0.66 2.75

.00 1,015

RS WA WM Al ST e IR S T g g
71
>
Kol

LR

.83 982

.57 949 BAS
.78 962 _
1 995
.96 1,002

LT 942
. 78 9)4 9 '.‘.f.'..:--

.10 975
.18 915

.98 949
.06 895

A T S T 5 & 8K o
MU  JFE R il o S

S RNDWNHND 2PNDWWW DD WRNO 22w RDLWWWW PPN

93 1.82 955

i Y 0.79 0.32 1.55 975

. .92 2.05 935

- .31 2.05 942

o 32 2.19 1,162 955
% 22 2.53 1,430 915 R
~ 50 1.00 0 2.05 1,316 1,062 SR
§ 4y 0.59 0.1 3.32 1,309 915 "N
) e
e ' ,_ ﬁ
i :;'.;_':.
" (Sheet U4 of 4) A
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TABLE G-3

CONCRETE BREAKWATER STRAIN MEASUREMENTS

Incident Wave Channels
Wave Height Period Strain (us)
(ft) (sec) 45 46 47 48 57
Rigid Connection with Clump Weights
2.10 3.32 28 18 18 4 10
1.52 2.75 15 8 10 Y 6
Rigid Connection Without Clump Weights
1.90 3.7 19 21 3 1 16
2.50 2.75 27 28 3 1 23
Flexible Connection Without Clump Weights
1.46 3.01 10 14 10 y 8
1.92 2.75 10 1) 1 4 12
N

/

57
|
! 59 48
’ —_— —
t
A58 ___ -
’/, [—
I” L 47

Strain Gage Location Sketch

G-30




3 ¢ IV

c D TEERSTWAA LS, BT, T

TABLE G-4

WAVE ATTENUATION AND ANCHOR LINE FORCE
DATA, PIPE-TIRE BREAKWATER

Trans-
Incident mitted Anchor Line Force
Wave Wave Trans- Wave (1b)

Height Height mission Period Channel Channel Channel  Channel
(ft) (ft) Coefficient (sec) 9 10 11 12
2.75 3.32 791 783
2.76 3.7 838 783
3.29 4.20 838 865
3.38 4.20 873 857
1.51 2.75 887 855
1.34 888 813
3.22 3.7 97U 989 1,678
1.58 0.83 0.52 2.75 940 895 855
1.21 0.59 0.49 2.75 910 922 847
1.82 0.75 0.41 3.01 927 995 952
1.46 0.70 0.48 3.0 912 905 918
1.50 0.75 0.50 2.75 960 920
1.49 0.57 0.38 2.54 952 955
1.12 0.36 0.32 3.01 920 862
1.04 0.84 0.81 2.54 802 748
1.95 1.33 0.68 3.M 792 818
2.10 3.32 942 808
1.79 0.75 0.42 3.01 792 780
1.36 0.79 0.58 2.75 815 770
1.52 0.79 0.52 2.75 755 807
1.72 0.89 0.52 3.01 798 797
1.31 0.51 0.39 2.53
1.29 0.58 0.45 2.75 867 965
1.17 0.37 AN 2.53
1.05 0.38 0.36 3.01
1.06 0.48 0.45 2.53
1.00 0.40 0.40 3.00
0.88 0.20 0.23 2.54 375 868
0.80 0.54 0.67 3.00
1.83 0.72 0.40 2.19
2.38 0.72 0.30 2.35
2.32 0.78 n 3y 2.53
1.74 0.74 0.43 3.00
1.12 0.40 0.36 3.26
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APPENDIX H

CHRONOLOGY OF MAJOR EVENTS

5 Feb 81 The prototype test is authorized and the Floating Break-
water Prototype Test Program Working Group is established
by M. G. Heiberg.

P P PSS S SR T IS TS VO V.

N 26-27 Feb 81 Meeting to set groundwork for prototype test and to de-
lineate program responsibilities is held in Seattle.

l 8 May 81 Prototype design document is completed.
: 12 Jun 81 Meeting of working group is held in Seattle (working group
approves design document and authorizes proceeding with
! plans and specifications).
;:.: 27 Jul 81 Meeting of working group is held to review draft plans and
. specifications.
5 Aug 81 Plans and specifications are completed.
' 14 Aug 81 Plans and specifications are approved.
11 Sep 81 Monitoring contract is awarded to University of Washington

for $280,000.

28 Sep 81 Construction contract is awarded to American Construction

: for $576,000. -
- 24 Mar 82 Construction of pipe-tire breakwater is begun. :-:'j:f:-.f
! 2
EZ: 29 Apr 82 Pipe-tire breakwater is completed.
I 27 Apr-4 May 82 Anchor piles are driven at West Point test site. i'.;::._;.‘
TN
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)
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N 28 May 82 First module of concrete breakwater is placed. i'f'?
: i
Yy

i 10 Jun 82 Second module is placed.

f} 17 Jun 82 Pipe-tire breakwater is anchored at West Point.

i 28 Jun 82 Concrete modules are launched and connected.

j: 1 Jul 82 Upon arrival of concrete breakwater at West Point anchor-

»

ing is begun.

AN
AU

. 16 Jul 82 Concrete breakwater anchor lines are tensioned to 5,000 1b
x4 and * 1,000 1lb. S
Q; 19 Jul 82 District Engineer inspection of breakwater is conducted. i}:ﬁ*
s 22 Jul 82 First concrete breakwater flexible connector repair is
completed.
3 Aug 82 Instrumentation conduit is installed by electrical
contractor.
o Aug 82 Secondary hatch is installed (to allow access to instru-

mentation compartment).

9 Aug 82 Final inspection of breakwater construction (connector

failure noted) is conducted.

26 Aug 82 Second flexible connector repair is completed. )
13 Sep 82 Test site is inspected by working group. -
3 Oct 82 Failure of U-shaped connector is detected.
5 Oct 82 Emergency fendering is installed between concrete floats.
H-2
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. 6 Oct 82 First storm of winter, with 30-knot winds from the south, Rkt
o is experienced. jg:““
v, TR
»
: SL
. 15 Oct 82 Concrete floats are disconnected and fendered. T
i B
'\- ,"::".:“':
': 22 Oct 82 Second major storm, with southerly winds of 25 knots and Hi;;i
. BHLY
\ gusts to 38 knots, is experienced. fﬁﬁﬁf
L
. 26 Oct 82 Third storm, with southerly winds of 31 knots and gusts
- to 41 knots (horizontal timbers torn from wood fender),
I -
i is experienced.
- 28 Oct 82 Data Acquisition System is installed and turned on. '
8 Nov 82 West end of east float is flooded, requiring emergency :ffff
Coan
pumping. 3
jﬂ 13 Dec 82 Test site is inspected by working group. -
& 3
21 Dec B2 65-knot southerly winds (highest during test) are ii;
- experienced. T
. .
+ 29 Dec 82 Emergency repairs are made to concrete breakwater fender- o
- ing system. i
N =
" 9-10 Jan 83 24 hr of southerly winds continously exceeding 30 knots ‘f
o is experienced. N
: 11 Jan 83 Emergency pumping is again required (east end of east -
- float).
N
K
31 Jan 83 Boat wake test No. 1 is conducted.
:: 8 Feb 83 Concrete breakwater is unanchored and towed to U. S. _
N Army Corps of Engineers work area at Lake Washington Z;:;l{
vl
Ship Canal. E
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‘ 25
13-14
15

* 30
» 9-10
22
9-10

13
23
12
18

10

. 19

20

Feb

Feb

Mar

Mar

Apr

Jun

Jun

Jun

Jul

Jul

Aug

Sep

Sep

Sep

Oct

83

83

83

83

83

83

83

83

83

83

83

83

83

83

83

83

83

Rigid connection is made between floats.

Rigidly connected concrete breakwater is reanchored.

Strong southerly winds to 35 knots are experienced.

Onboard data acquisition system is reactivated.

Test site is inspected by working group.

Strong southerly winds to 25 knots are experienced.

Boat wake test No. 2 is conducted.

Strong southerly winds to 26 knots are experienced.

First serious structural damage to pipe-tire breakwater
(broken pipe No. 2 from west end) is noted.

Test site is inspected by working group.

Pipe-tire breakwater is removed from test site.

Second pipe (No. 1 from west end) is found broken.

Pull test/boat wake test No. 3 is conducted.

Strong southerly winds, to 26 knots, are experienced.

Clump weights are removed from concrete breakwater anchor

lines.

Strong northerly winds, of 20 knots, are experienced.

Strong northerly winds are experienced.
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2-30

12

20

23-26

) 31

Oct 83

Nov 83

Nov 83

Dec 83

Dec 83

Dec 83

Dec 83

Jan 84

Jan 84

Jan 84

Mar 84

Strong southerly winds, of 20-25 knots, are experienced.

Boat wake test No. U is conducted.

Concrete breakwater is removed and towed to Lake

Washington Ship Canal.

New horizontal fender flexible connector is installed.

Concrete breakwater is reinstalled at West Point.

Strong southerly winds, of 25 knots, are experienced.

Test site is inspected by working group.

Strong northerly winds are experienced.

Strong southeasterly winds, of 27 knots, are experienced.

Strong southerly winds, of 30 knots, are experienced.

Concrete breakwater is unanchored and towed to Lake
Washington Ship Canal,

Concrete breakwater is anchored at Corps' marina project

at Friday Harbor, Washington.
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